
Table 9.  Whole rock data.

Sample Sample ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-MS ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES ICP-AES
Sample ID Depth Top depth Bottom depth Ag Al As Ba Be Bi Ca Cd Ce Co Cr Cs Cu Fe Ga K La Li Mg Mn Mo Na Nb Ni P Pb Rb Sb Sc Sr Th Ti Tl U V Y Zn Al Ca Fe K Mg Na P Ti Ag As Ba Be Bi Cd Ce Co Cr Cu Ga La Li Mn Mo Nb Nd Ni Pb Sc Sr Th V Y Yb Zn

in. bgs in. bgs ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm % % % % % % % % ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm ppm
TC08RK01 surface 0.028 13600 1.7 269 0.22 < 0.06 733 0.007 7.2 0.7 2.7 1.1 30.2 1670 2.4 12300 3.9 9.1 1780 41.1 0.07 735 1.6 1.7 108 5.34 36.1 0.2 1.4 35.4 1.1 280 0.23 0.37 4 2.8 7.8 1.42 0.068 0.164 1.22 0.185 0.081 0.008 0.028 <2 <30 296 <1 <30 <2 7.54 <2 9.96 2.48 3.6 9.26 44.4 <2 <4 <3 <20 <2 36.9 3.46 2.96 <1 6.77
TC08RK02 surface 0.032 12300 1.4 260 0.34 < 0.06 919 <0.007 3.8 0.75 4.2 1.2 2 2480 2.4 11300 2.3 7.1 1760 20.4 0.07 414 0.82 1.7 83.1 5.71 33.6 0.1 1.3 34.8 0.69 145 0.21 0.28 6.7 1.7 7.9 1.26 0.086 0.237 1.08 0.179 0.04 <0.005 0.014 <2 <30 280 <1 <30 <2 <4 <2 11.2 <2 <2 7.07 19.9 <2 <4 <3 <20 <2 35.1 6.43 <2 <1 7.37
TC08RK-02A surface <1 23200 1.8 440 0.53 0.06 8580 0.03 23.7 2.1 9 1.3 6.3 8450 4.3 14800 12.5 11 2800 306 0.2 4480 6.3 3 215 11.1 47.8 0.3 2.1 67.8 3.99 1780 0.3 1.24 24.2 9.4 17
TC08RK-02B surface <1 18000 1.4 358 0.45 < 0.06 5620 0.02 15.3 1.5 5.5 1.1 3.8 4630 3.4 12300 8.3 9.2 2160 143 0.1 3460 3.2 2.2 113 7.84 40.3 0.2 1.4 53.9 2.3 762 0.26 0.71 13.3 5.1 10.2
TC08RK-02C surface <1 18400 1 367 0.42 < 0.06 5480 0.02 13.7 1.2 5 1.1 3.8 4280 3.4 12900 7.4 8.9 2000 136 0.1 3090 3.3 2.1 117 7.81 41.8 0.2 1.4 55 2.03 739 0.27 0.64 11.5 4.8 10
TC08RK-02D surface <1 18200 1.4 294 0.36 < 0.06 734 <0.007 12.1 1.2 4.4 0.92 4.7 2810 3.2 12000 6.1 11 2660 67.5 0.06 5050 1.7 1.8 90.5 5.93 36.6 0.2 1.2 65.5 1.53 424 0.24 0.59 11.6 3.7 7.3
TC08RK-05 surface <1 3020 1.8 56.6 0.16 < 0.06 752 0.01 2.6 0.74 1.3 0.21 <2 1590 0.7 1430 1.6 7.4 1090 16.4 < 0.05 60.4 < 0.1 1.2 40 2.72 4.2 0.05 0.3 7.8 0.43 77.7 <0.08 0.3 6.2 1.5 10.6
TC08SS02 surface 0.061 65000 9.6 513 1.9 0.87 74000 0.29 50.6 8.7 30.3 7.6 21.6 24300 13.9 20300 25.8 59.3 22900 656 0.32 3350 11 14.9 642 22.2 77.7 0.69 9.3 495 7.85 2140 0.48 2.46 62.9 21.6 76.3
TC08SS03A surface 0.033 14500 1.3 275 0.32 0.08 4600 0.02 8.6 1.1 4.2 1.1 3.6 2970 2.6 10800 4.7 9.8 2290 81 0.08 1200 2.2 2.2 141 5.68 33.3 0.2 1.7 60.6 1.26 494 0.22 0.45 6.8 3.7 9.6 1.34 0.315 0.243 1.04 0.19 0.12 0.011 0.048 <2 <30 285 <1 <30 <2 7.79 <2 10.1 2.58 4.19 8.42 72.3 <2 <4 <3 <20 <2 53.8 5.57 3.12 <1 8.04
TC08SS03B surface 0.031 19400 2.3 299 0.46 0.06 11800 0.03 15.3 1.9 6.9 1.5 5.8 5680 3.7 11300 8.2 13.7 3960 161 0.1 3420 3.2 3.6 213 6.39 37 0.24 2.6 98.8 2.31 763 0.23 0.69 16 7.4 15.6 1.87 1.1 0.525 1.08 0.38 0.342 0.019 0.079 <2 <30 304 <1 <30 <2 14.6 <2 13.1 5.05 7.21 13.1 164 <2 6.89 3.78 <20 2.25 96.3 14.8 6.61 <1 16.2
TC08SS03C surface 0.037 21500 1.8 368 0.45 < 0.06 4480 0.009 8.5 1.3 5.2 1.7 4.3 3170 3.9 16700 4.8 14 3420 63.5 0.2 3000 2.4 3.1 146 6.66 49.2 0.2 2 91.3 1.28 525 0.31 0.53 7.8 4.4 11.7 2.15 0.424 0.298 1.63 0.347 0.304 0.012 0.055 <2 <30 394 1.66 <30 <2 9.04 <2 11.6 3.66 4.07 13.9 63.4 <2 <4 3.73 <20 <2 93.4 6.74 4.18 <1 12
TC08SS03D surface 0.035 19700 2.7 332 0.39 < 0.06 2000 0.008 11.9 1.1 4.5 1.4 4 2650 3.5 16100 6.6 13.2 2820 61.9 0.2 3370 2.1 3.7 371 6.43 47.4 0.2 1.8 61.9 1.24 531 0.32 1.05 11.6 8.4 10 2.11 0.202 0.267 1.67 0.306 0.358 0.045 0.056 <2 <30 380 1.89 <30 <2 12.1 <2 11.7 4.15 7.06 13.6 68.3 <2 8.15 4.92 <20 <2 67 12 8.38 <1 10.5
TC08SS03E surface 0.036 18800 1.6 328 0.4 < 0.06 970 <0.007 7.2 0.98 4.1 1.5 3.4 2340 3.3 16300 4.1 11.1 2430 52.7 0.08 2500 2.1 3.3 165 6.46 48.7 0.1 1.7 50.3 1.03 543 0.31 0.64 5.1 3.9 9.5 1.86 0.087 0.216 1.53 0.24 0.247 0.015 0.053 <2 <30 345 1.32 <30 <2 6.93 <2 10.4 2.99 3.67 10.7 53.5 <2 <4 4.1 <20 <2 49.2 4.45 3.57 <1 8.37
TC08SS06 surface 0.037 28600 3 449 0.65 0.07 20400 0.06 22.9 3.2 13.2 1.9 9.9 9320 5.7 15800 12.3 18.8 6230 295 0.44 10800 5.4 5.7 361 9.56 52.3 0.32 3.6 157 3.7 1360 0.31 1.28 24.5 10.6 23 3.07 2.19 0.954 1.67 0.672 1.18 0.04 0.146 <2 <30 493 <1 <30 <2 24.6 3.55 19 8.46 12.8 19.6 319 <2 11.9 6.75 <20 3.4 164 25 10 <1 27.7
TC08B2-1 2-8 in. 2 8 <1 18900 1.1 355 0.44 < 0.06 6680 0.02 12.3 1.3 6.1 1.2 6.5 3650 3.5 14800 6.4 10.7 2380 120 0.08 1890 2.8 3 133 7.95 43.9 0.2 1.5 60.7 1.92 770 0.27 0.63 9.3 4.9 11.1
TC08B2-2 8-14 in. 8 14 <1 21900 1.3 383 0.51 < 0.06 8860 0.03 20.6 1.7 7.8 1.4 5.3 4860 3.9 15500 10.5 11.8 2830 157 0.1 2390 3.9 3.3 167 8.69 47.3 0.2 1.8 69.6 3.4 1010 0.29 0.83 12.8 6.9 14.3
TC08B2-3 14-20 in. 14 20 <1 15500 <1 283 0.36 < 0.06 7030 0.02 11.5 1.2 5.5 0.98 4.1 3190 2.7 10600 6 9.8 2320 106 0.1 1420 2.6 2.4 107 5.87 33.6 0.1 1.4 51.1 1.53 572 0.21 0.6 8.4 4.8 9.8
TC08B2-4 20-32 in. 20 32 <1 14600 <1 217 0.42 < 0.06 10800 0.01 13.1 1.5 7.9 1.1 3.4 3380 2.7 9690 7.8 15.1 3050 80.4 0.07 596 2.8 3.1 74.8 6.64 29.9 0.1 1.5 51.4 1.93 714 0.18 0.65 9.5 5.8 12
TC08B2-5 32-36 in. 32 36 <1 13700 <1 227 0.36 < 0.06 21300 0.02 12.1 1.3 7.4 1.1 3.4 2840 2.5 8880 7.4 14.6 3000 60.2 < 0.05 538 2.1 3.1 82.8 6.96 27.4 0.1 1.3 86.8 1.96 609 0.18 0.66 8.1 5.7 10.5
TC08B2-6 38-44 in. 38 44 <1 10800 <1 176 0.28 < 0.06 3020 <0.007 7.9 0.84 6.7 0.77 1.9 1890 2 7710 4.8 10 1920 39.9 0.05 461 1.4 2.1 72.6 5.22 23 0.1 1 31.1 1.29 416 0.14 0.46 5.4 3.5 7.4
TC08B2-7 44-47 in. 44 47 <1 8340 <1 181 0.21 < 0.06 3860 0.008 5.3 0.52 4.8 0.57 <2 1280 1.5 6080 3.3 7.9 1440 28.6 < 0.05 376 0.79 1.4 51.7 4.77 18.6 0.08 0.7 32.5 0.93 263 0.11 0.38 3.5 2.5 5.3
TC08B2-8 47-47.9 in. 47 47.9 <1 10300 <1 193 0.22 < 0.06 3940 0.008 7.2 0.74 6.1 0.71 <2 1900 1.9 7480 4.4 8.7 1690 59.4 0.06 561 1.2 2 68.7 5.23 22.9 0.09 0.9 35.6 1.13 350 0.14 0.48 4.7 3.5 6.2
TC08B2-9 49.5-55.5 in. 49.5 55.5 <1 7770 <1 138 0.2 < 0.06 1540 <0.007 4.6 0.47 4.8 0.56 <2 1210 1.4 5670 3.2 7.5 1360 24.1 < 0.05 310 0.9 1.4 53.2 4.37 17.2 0.07 0.7 25.5 0.83 257 0.11 0.36 3.6 2.7 4.8
TC08B06-1 surface 0.028 13600 1.1 266 0.31 < 0.06 3610 0.03 8.5 1.1 4.7 0.92 3.6 3350 2.5 10000 4.5 7.6 1900 92.8 0.08 1390 2.2 2.3 118 6.07 31.3 0.2 1.7 42.6 1.27 460 0.19 0.42 7.7 3.3 10.1 1.32 0.29 0.305 0.941 0.183 0.125 0.009 0.047 <2 <30 271 <1 <30 <2 7.94 <2 10.4 2.58 3.67 7.18 90.1 <2 <4 <3 <20 <2 39.1 6.62 2.96 <1 9.05
TC08B06-5 approx. 15-18 in. 15 18 0.029 13100 <1 275 0.28 < 0.06 6270 0.02 5.7 0.63 1.8 0.99 3.4 1610 2.3 11400 3.4 6.8 1660 31.2 0.06 478 1.2 1.9 98 5.07 35 0.1 1.2 52.8 0.72 226 0.22 0.27 3 2.5 7 1.34 0.637 0.145 1.13 0.166 0.047 0.007 0.024 <2 <30 289 <1 <30 <2 5.17 <2 8.16 <2 3.69 6.93 30.6 <2 <4 <3 <20 <2 54.4 2.46 2.33 <1 7.92
TC08B07-2 21-26 in. 21 26 0.03 16600 1.2 299 0.35 < 0.06 3830 0.02 10.1 1.3 5.9 1.1 3.7 3760 3 12100 5.3 8.6 2280 119 0.08 1810 2.1 2.6 135 6.28 37.4 0.2 1.8 48.4 1.46 502 0.24 0.42 8.6 3.8 10.3 1.68 0.387 0.363 1.19 0.235 0.184 0.011 0.051 <2 <30 316 <1 <30 <2 9 <2 10.7 3.21 4.81 8.44 125 <2 <4 3.23 <20 <2 48.5 7.74 3.74 <1 10.7
TC08B10-1 6-11 in. 6 11 <1 40300 3.2 540 1 0.1 24900 0.08 42.7 4.4 19.4 2.6 14.4 13700 8.2 19600 22 25.6 9000 462 0.27 12400 9.8 7.6 567 13.3 67.2 0.44 4.8 184 6.42 2050 0.4 2.15 33.8 16.3 34
TC08B10-1 Duplicate 6-11 in. 6 11 0.036 38500 3.9 531 1 0.1 23400 0.07 37.2 4.2 18.2 2.6 13.9 13200 7.6 19500 19.2 24.4 8130 448 0.26 11500 7.9 7.3 528 12.4 65.1 0.41 4.8 174 5.66 1920 0.42 1.78 31.6 14.2 30.9 3.9 2.35 1.22 1.96 0.829 1.21 0.06 0.195 <2 <30 545 <1 <30 <2 34.7 4.26 22.6 11.7 18.6 23.8 448 <2 16.3 7.93 <20 4.4 168 31.2 13.4 1.19 34.7
TC08B10-2 36-41 in. 36 41 <1 34100 2.8 500 0.85 0.09 24700 0.07 34.6 3.4 12.9 2.3 11 10400 6.7 18600 17.6 24.9 8160 347 0.22 8100 7.5 5.9 349 11.9 63.2 0.38 3.6 200 5.22 1610 0.38 1.7 30.3 13 26.6
TC08B10-3 55-58 in. 55 58 <1 37000 4.3 483 1 0.09 29800 0.06 37 3.9 14.7 2.8 12.4 11700 7.4 17800 18.7 30.7 11100 353 0.25 7000 7.5 7.1 353 12 62.3 0.4 4.2 336 5.62 1580 0.39 2.16 35.6 13.6 31.3
TC08B10-4 76-81 in. 76 81 <1 27400 3.6 561 0.76 0.06 62800 0.06 27.4 2.8 10.7 2.1 7.5 8300 5.4 13500 14 23.1 19200 228 0.2 3890 5.1 5.3 220 8.67 44.2 0.27 3 1400 4.08 1100 0.28 1.77 25.9 9.6 22.2
TC08B10-5 97 in. <1 15000 <1 262 0.38 < 0.06 1330 0.02 10.7 1 4.7 1.1 2.6 2900 2.6 10900 5.7 10.7 2280 119 0.07 1250 2 2.2 84 5.6 32.8 0.1 1.3 45.6 1.58 533 0.2 0.57 9.3 4.8 8.6
TC08B10-6 102-110 in. 102 110 <1 23000 2 368 0.53 < 0.06 1730 0.03 20 1.8 8.7 1.6 5.4 5030 4.3 15300 10.4 13.1 3250 158 0.1 2730 4.1 3.4 173 8.27 46.3 0.24 2 63.5 3.06 987 0.28 0.83 16.2 7.2 14.7
TC08B10-7 104-124 in. 104 124 <1 16300 1.3 291 0.35 < 0.06 1180 0.02 15 1.2 5.7 1.2 3.4 3430 3 12100 7.8 10 2210 101 0.07 1430 2.6 2.5 114 6.74 37.2 0.2 1.4 45.3 2.19 662 0.23 0.68 10.2 5.2 15.8
TC08B10-8 124-128 in. 124 128 <1 15500 1.3 290 0.39 < 0.06 1210 0.02 11.1 1.1 6.3 1.2 2.8 3390 3 11500 5.8 9.9 2180 103 0.1 1120 2.5 2.3 63.6 6.3 35.4 0.2 1.4 44.9 1.62 643 0.22 0.58 9.8 4.5 10.2
TC08B10-8 Duplicate 124-128 in. 124 128 0.034 17900 1.9 316 0.42 < 0.06 1620 0.02 12 1.3 6.1 1.4 3.6 4550 3.3 12500 6.5 11.2 2600 122 0.1 1450 2.7 2.5 88.6 6.81 38.2 0.2 2.1 55.9 1.91 708 0.24 0.58 12.1 4.6 11.4 1.67 0.107 0.408 1.16 0.248 0.124 <0.005 0.068 <2 <30 324 <1 <30 <2 11.1 <2 11.7 2.22 6.38 10.5 116 <2 4.11 <3 <20 <2 53.6 10.4 4.03 <1 9.97
TC08B11-1 0-8 in. 0 8 <1 17200 1.9 321 0.45 < 0.06 8070 0.03 12.5 1.7 7.6 1.1 4.3 6000 3.1 11100 6.8 9.6 2700 150 0.1 1980 2.8 3 140 6.52 33.6 0.23 1.6 58.1 1.82 765 0.21 0.63 13.8 5.1 11.4
TC08B11-2 9-15 in. 9 15 <1 16100 1.5 304 0.41 < 0.06 9400 0.02 10.8 1.1 4.9 1.2 2.9 4340 2.7 10900 5.5 9.3 2310 92.9 0.08 1090 1.9 2.2 92.5 5.77 32.8 0.2 1.2 56.9 1.45 500 0.21 0.48 9.1 4 9.6
TC08B11-3 15-20.5 in. 15 20.5 <1 16000 <1 316 0.35 < 0.06 5890 0.02 8.4 0.89 4.1 1.3 2.4 2500 2.7 13000 4.3 9.4 2240 42.6 0.05 603 1.2 2.2 74.8 5.73 37.2 0.1 1 54.4 1.17 328 0.24 0.35 5.6 3.1 9.9
TC08B11-4 20.5-25 in. 20.5 25 <1 14100 <1 284 0.27 < 0.06 3420 0.02 7 0.71 3.1 1.1 <2 2010 2.3 11600 3.8 8.3 1930 28.1 < 0.05 497 1.1 1.8 55.6 5.12 32.4 0.1 0.8 44.8 1.04 280 0.21 0.29 4.5 2.6 7.9
TC08B11-5 25-31 in. 25 31 <1 12900 <1 243 0.32 < 0.06 2360 0.01 6.3 0.67 3.6 0.92 <2 1800 2.1 9930 3.4 8.2 1940 25.9 < 0.05 402 0.76 1.7 49 4.37 27.5 0.09 0.8 39.8 0.91 231 0.18 0.28 3.8 2.6 8.5
TC08B11-6 35-39 in. 35 39 <1 17500 <1 311 0.4 < 0.06 9020 0.03 10.8 1 5.1 1.4 2.5 3380 3 13300 5.6 10.6 2930 60.2 0.06 512 1.9 3 61.7 6.54 38.2 0.2 1.2 73.6 1.53 578 0.24 0.45 6.8 4.1 11.6
TC08B12-1 0-8 in. 0 8 <1 18400 1.2 303 0.48 < 0.06 8200 0.04 14.3 1.5 6.5 1.3 4.4 4160 3.4 12300 7.3 11.4 2850 137 0.1 1760 3 2.9 176 7.96 38 0.2 1.7 62.9 2.06 722 0.24 0.7 10.6 5.6 16.6
TC08B12-2 8-16 in. 8 16 <1 17000 1 307 0.43 < 0.06 5350 0.02 11.9 1.2 5.2 1.2 3.5 3380 3.1 12200 5.9 10.3 2340 110 0.08 1560 2.6 2.4 97 6.7 38.9 0.2 1.4 54.2 1.7 624 0.24 0.64 9 4.6 10
TC08B12-3 19-24 in. 19 24 <1 18200 1.4 334 0.46 < 0.06 6050 0.02 13.9 1.4 6.3 1.3 4.1 4240 3.5 12200 7.4 11.5 2750 141 0.1 2120 3.1 2.7 129 7.05 39.1 0.2 1.7 71.6 2.04 750 0.24 0.73 11.2 5.4 11.8
TC08B12-4 32-35 in. 32 35 <1 17800 3.9 396 0.4 < 0.06 26200 0.02 12.8 1.4 5.6 1.6 3.8 3740 3.4 11500 6.6 17.4 4340 93.8 0.08 1980 2.3 3 153 6.26 36 0.2 1.6 278 1.82 550 0.22 1.22 21 4.8 11.7
TC08B12-5 35-39 in. 35 39 <1 14800 3.1 302 0.33 < 0.06 37300 0.02 8.7 0.93 4 1.1 2.8 2650 2.6 9940 4.8 15.7 4000 71 0.07 1750 1.6 2.2 107 5.35 30.4 0.1 1.2 314 1.43 399 0.18 1.16 16.3 3.6 8.8
TC08B12-5 Duplicate 35-39 in. 35 39 0.029 14400 3.3 316 0.35 < 0.06 28000 0.02 8.2 0.9 2.7 1.1 2.8 2700 2.6 10700 4.4 13.5 3390 69.8 0.06 1830 1.6 2.1 126 5.51 33.2 0.2 1.6 251 1.05 327 0.2 0.9 14.7 3.5 8.6 1.45 2.73 0.247 1.05 0.333 0.189 0.009 0.034 <2 <30 323 <1 <30 <2 7.85 <2 9.07 2.69 3.53 13.4 70.1 <2 4.23 <3 <20 <2 246 13.6 3.24 <1 13.8
TC08B12-6 59-65 in. 59 65 <1 14200 1.4 313 0.28 < 0.06 1420 0.008 9.2 0.79 3.5 0.98 2.3 2170 2.5 11400 4.8 7.8 1290 73.1 0.06 1620 1.6 1.6 88.6 5.82 35.8 0.1 0.9 45.3 1.24 377 0.21 0.46 7.8 3.2 6.1
TC08B12-7 72-77 in. 72 77 <1 15200 1.4 324 0.32 < 0.06 1730 <0.007 10.3 0.93 3.8 1.2 2.8 2420 2.7 12600 5.4 8.5 1390 62 0.09 1490 1.9 1.8 98.8 6.62 39.1 0.2 1 44 1.47 481 0.24 0.55 8.2 3.3 7.4
TC08B12-8 77-82 in. 77 82 <1 27500 3.2 375 0.69 < 0.06 1990 <0.007 19.2 2.7 12 2.7 5.4 9270 5 17700 10.5 21.2 5070 115 0.1 843 4.8 5.5 214 11.9 50.9 0.31 3.4 65.2 3.23 1410 0.32 1.1 17 8.6 21.3
TC08B12-9 82-87 in. 82 87 <1 24500 3.6 333 0.66 < 0.06 1850 0.008 18.6 2.2 9.2 2.4 4.5 7270 4.5 16200 9.8 17.3 4120 117 0.1 830 4.3 4.5 204 10.4 47.1 0.27 2.9 60.2 2.84 1270 0.3 0.9 15.3 7.6 18.4
TC08B12-10 89-90.5 in. 89 90.5 <1 43900 11.6 426 1.1 0.07 3920 0.01 44 4.1 17.1 4.2 7 15800 8.2 22300 20 29.8 9390 147 0.2 822 8.6 8.2 368 14.5 65.8 0.46 4.8 105 5.77 2020 0.41 1.41 27.5 13.3 34.9
TC08B12-10 Duplicate 89-90.5 in. 89 90.5 0.038 43500 11.1 445 1 0.07 4050 0.01 41 4.1 18.4 4.4 7.2 16000 8.2 21700 19.8 30 10000 157 0.22 906 8.1 8.3 370 13.9 65.9 0.49 5.2 119 5.78 2020 0.42 1.47 27.6 13.6 36 4.15 0.371 1.46 2.1 0.958 0.089 0.037 0.221 <2 <30 454 <1 <30 <2 39 4.26 22.8 3.2 20.3 27.8 157 <2 15.7 9.47 <20 4.58 117 26.1 12.6 1.26 33.4
TC08B12-11 100-103 in. 100 103 <1 42100 14.5 413 1.2 0.08 5910 0.05 56.6 4.2 18 4.6 7.2 9700 8.3 24000 22.3 31.1 9040 387 0.2 902 10 9 505 9.92 69.4 0.28 5 94.1 6.86 2360 0.42 2.21 22.2 16.2 38.4
TC08B12-11 Duplicate 100-103 in. 100 103 0.055 41400 13.1 413 1.1 0.08 4800 0.04 50.4 4 16.4 4.6 7.4 9890 8 22600 20.8 29.2 9520 313 0.2 866 8.6 8.3 429 10.1 67.7 0.33 5 102 6.58 2110 0.42 1.98 21.5 15.5 36.3 3.98 0.47 0.939 2.19 0.914 0.087 0.046 0.228 <2 <30 431 1.01 <30 <2 49.6 3.88 20.8 3.86 21.9 28 308 <2 18.5 9.62 <20 4.36 104 20.1 14.6 1.55 34.7
TC08B15-1 30-35 in. 30 35 <1 27600 1.6 464 0.66 < 0.06 13800 0.04 21.5 2.2 11.1 1.8 7.6 6530 5 17000 11.6 15.4 4130 223 0.2 6300 5.2 3.8 249 9.98 53.7 0.27 2.4 86 3.24 1280 0.34 1.08 17.2 8.6 17.5
TC08B15-2 104.5-110 104.5 110 <1 26300 2.7 512 0.65 < 0.06 17200 0.03 20.4 2.3 10.1 2 8 6260 4.8 16700 10.8 21 6200 215 0.2 4160 4.4 4.2 240 9.09 51.6 0.25 2.6 164 3.16 1190 0.32 1.5 21.8 8.3 19.7
TC08B15-3 114.5-120 in. 114.5 120 <1 22200 1.9 350 0.54 < 0.06 16800 0.03 15.7 1.7 7.6 1.8 4.8 4700 3.9 14800 7.9 16.4 4430 161 0.09 2850 2.8 3.4 143 7.38 44.9 0.2 2 138 2.27 830 0.28 1.07 15.4 6.5 13.8
TC08B15-4 165-171 in. 165 171 <1 17500 1.5 348 0.4 < 0.06 31200 0.03 12.1 1.2 5.7 1.3 2.8 3570 2.8 11900 6.7 12.8 3470 102 0.08 1280 2.1 2.5 128 6.37 35.2 0.2 1.4 144 1.81 591 0.23 0.56 9.2 4.3 10.2
TC08B15-5 177-181.5 in. 177 181.5 <1 31300 2.1 481 0.68 < 0.06 6770 0.02 20.3 2.2 10.6 2.3 5.7 6660 5 21100 9.8 19.7 4760 142 0.1 2480 4.2 4.6 99.2 11.6 57.8 0.27 2.8 107 3.14 1150 0.38 0.86 16.2 5.9 17.7
TC08B15-6 181.5-193.5 in. 181.5 193.5 <1 19200 3.4 327 0.44 < 0.06 2520 0.02 11 1.4 6.2 1.4 2.7 4520 3.2 13500 6.2 12.9 2960 166 0.09 1100 2.5 2.6 98.1 7.24 38 0.22 1.7 55.7 1.66 735 0.24 0.58 19.4 5.1 10.2
TC08B15-7 193.5-? in. 193.5 198 <1 17600 1.6 325 0.34 < 0.06 1460 0.01 9.8 1.1 4.7 1.3 2.7 3040 2.8 14100 5.4 10.8 2340 121 0.06 734 2 2.2 84.3 6.77 39.3 0.2 1.3 47.8 1.34 584 0.24 0.44 10.4 4 8.1
TC08B15-8 198 in. <1 16500 1.7 302 0.33 < 0.06 1270 0.007 9.6 1 5.7 1.2 2.2 3140 2.6 12800 5.2 12.2 2390 95.9 0.06 715 2 2.4 78.2 6.42 35.2 0.2 1.3 44.9 1.23 627 0.22 0.44 11 3.8 8
TC08B15-8 Duplicate 198 in. 0.03 15600 2.2 284 0.32 < 0.06 1300 0.02 10.2 1.1 4.2 1.2 2.8 3290 2.8 12200 5.5 11.4 2240 100 0.07 634 1.8 2.5 94.1 6.35 35.6 0.2 1.6 47.8 1.54 447 0.24 0.48 10.1 3.9 9.2 1.55 0.113 0.309 1.17 0.23 0.063 <0.005 0.044 <2 <30 298 <1 <30 <2 10.1 <2 10.5 2.17 5.67 11.1 101 <2 4.31 <3 <20 <2 47.3 9.32 3.68 <1 8.42
TC08B24-1 42-46.5 42 46.5 <1 52100 11.4 630 1.8 0.09 13600 0.04 43.5 4.8 30.8 7.3 8.5 20800 9.8 23800 24.5 48.8 12500 175 0.3 3360 14 10 390 16.4 77.8 0.6 6.5 218 9.62 2690 0.51 2.45 36.2 20.8 43.3
TC08B29-1 0-17 in. 0 17 <1 23300 <1 447 0.48 < 0.06 10400 0.03 19.5 1.7 8.4 1.4 5.2 5830 4 17700 10 12.4 3320 172 0.1 3670 3.2 3.3 213 8.27 46.9 0.23 2 80 2.5 1080 0.17 0.67 14.7 6.5 12.6
TC08B29-2 17-32 in. 17 32 <1 35100 1.2 580 0.77 < 0.06 18200 0.04 26.9 2.8 13 1.9 8.6 8340 5.8 24100 14.2 16.1 4930 309 0.2 7420 5.2 4.7 375 11.4 64.1 0.32 2.9 113 3.34 1720 0.28 1.07 22.5 10.1 19.3
TC08B29-3 32-43 in. 32 43 <1 44800 2.3 604 1 < 0.06 28300 0.07 37.7 4.3 20.3 2.6 12.5 13400 7.7 25500 19.7 23.3 9510 438 0.25 10900 7.9 7.7 585 12.6 69.3 0.41 5 175 4.54 2370 0.31 1.47 35 14.5 28.3
TC08B29-4 43-52 in. 43 52 <1 50700 3.2 638 1.1 < 0.06 35700 0.07 46.1 4.5 19.6 3 14.1 14400 8.4 27800 23.2 28.8 11400 469 0.27 12200 8.5 7.3 675 13.6 73 0.48 5.4 213 6.05 2570 0.33 1.74 41.5 16.3 32
TC08B29-5 52-59 in. 52 59 <1 64100 4.3 728 1.4 < 0.06 44000 0.07 49.7 5.6 24.1 3.9 16.6 17100 10.5 35000 26.2 35.2 14200 538 0.38 15000 10 9.2 751 16.4 89.5 0.56 6.8 263 6.39 2820 0.44 2.45 46.7 19.2 39.2
TC08B29-6 59-71 in. 59 71 <1 46300 2.4 622 1 < 0.06 30500 0.05 36.5 3.7 16.3 3 10.8 11200 7.3 28500 19.2 26.7 9620 345 0.24 9270 6.5 6.5 488 12.2 73 0.39 4.6 226 4.69 1960 0.33 1.72 31.5 12.4 26.5
TC08B29-7 71-80 in. 71 80 <1 22600 <1 391 0.53 < 0.06 7960 0.02 13.8 1.4 8.5 1.3 4.3 4850 3.2 16700 7.3 14.2 3550 163 0.1 3360 2 2.7 192 6.9 40 0.2 1.8 73.1 1.54 1020 0.14 0.69 14.2 6.2 11.6
TC08B29-8 81-89 in. 81 89 <1 30000 1.3 498 0.65 < 0.06 12900 0.02 21.1 1.9 9.9 1.8 6.4 6710 4.5 22900 10.8 17.7 4870 206 0.1 5080 3.6 3.5 301 9.1 54.3 0.26 2.5 107 2.54 1410 0.22 0.98 21.3 8 14.3
TC08B29-9 89-103 in. 89 103 <1 21600 <1 384 0.39 < 0.06 11100 0.02 14.2 1.4 8 1.2 4.1 4800 3.2 16200 7.6 15 4200 152 0.08 3120 2 2.6 180 6.52 37.7 0.2 1.8 110 1.52 963 0.13 0.62 16.2 5.6 10.6
TC08B29-10 103-106 in. 103 106 <1 26500 1.3 501 0.49 < 0.06 29600 0.03 17.7 1.6 9.1 1.6 4.7 5250 3.8 20100 9.4 18.9 6770 170 0.1 3680 2.3 3 230 7.62 46.6 0.21 2.2 259 1.85 1050 0.17 0.9 17.4 6.9 12.5
TC08B29-11 106-112 in. 106 112 <1 27500 1 494 0.47 < 0.06 31700 0.03 16.4 1.7 9.4 1.7 5 5520 4 21200 8.4 17.9 6010 193 0.08 3520 2.3 3.5 248 7.88 49.2 0.21 2.2 213 1.9 1110 0.18 0.77 16.9 6.7 13.4
TC08B29-12 112-121 in. 112 121 <1 23100 <1 378 0.43 < 0.06 11200 0.02 12.3 1.2 6.6 1.4 3.4 4150 3.2 18500 6.4 13.3 3680 121 0.06 2430 1.4 2.5 184 6.8 42.6 0.2 1.6 104 1.18 786 0.14 0.5 12.8 4.8 9.7
TC08B29-13 121-129 in. 121 129 <1 17100 <1 321 0.34 < 0.06 29800 0.02 10.8 0.95 6 0.97 3 3390 2.4 12400 5.7 11.8 3150 83.6 0.06 1990 1.1 1.7 138 4.98 29.4 0.2 1.3 133 1.09 664 <0.08 0.72 15.4 4 8.2
TC08B29-14 129-132 in. 129 132 <1 20900 1.6 370 0.42 < 0.06 22100 0.02 13.4 1.4 8 1.4 4.2 5020 3 15300 6.9 13.1 3610 133 0.08 2320 2.3 2.6 173 5.98 36 0.2 1.9 95.3 1.56 1140 0.1 0.61 23.9 5.5 12.1
TC08B29-15 132-137 in. 132 137 <1 24200 1.7 386 0.51 < 0.06 20800 0.02 12.7 1.3 8.4 1.5 4.8 3700 3.4 18000 6.9 14.6 4140 66.1 0.05 2100 1.6 2.8 212 6.6 41.1 0.2 1.9 111 1.28 736 0.13 0.62 22.8 5.6 11.7
TC08B29-16 137-140 in. 137 140 <1 28100 1.4 439 0.52 < 0.06 7460 0.01 14.4 1.5 8.6 1.8 4.6 4200 3.9 21400 7.6 15.8 4250 91.1 0.06 2520 2 3.1 248 7.81 49.2 0.2 2.1 86.4 1.48 980 0.18 0.77 22.2 6 12.2
TC08B29-17 142-145 in. 142 145 <1 26000 3.6 417 0.45 < 0.06 4920 0.009 15.2 1.4 8.6 1.7 4.6 4320 3.9 20600 8.2 15 3750 88.6 0.07 2560 2.2 2.9 219 7.58 48 0.2 2 73.2 1.59 915 0.19 0.73 32.6 6 11.2
TC08B29-18 145-151 in. 145 151 <1 27200 3.2 423 0.52 < 0.06 3850 0.009 15.4 1.4 8.8 1.8 4.7 4470 3.8 21600 8 15.4 3840 105 0.06 2490 2.2 3 185 7.46 48.4 0.2 2 69 1.63 1090 0.18 0.73 32.4 5.9 11.7
TC08B29-19 151-161 in. 151 161 <1 25600 <1 398 0.48 < 0.06 3870 0.008 15.6 1.3 8.3 1.7 3.4 3440 3.7 20500 8.2 14.2 3580 93 0.06 2240 1.9 3.6 178 7.01 47.3 0.2 1.8 66 1.66 871 0.18 0.68 15.6 5.2 10.9
TC08B29-20 161-167 in. 161 167 <1 26700 1 440 0.53 < 0.06 2150 0.02 14.6 1.3 8.5 1.7 3.8 3520 3.8 22000 7.9 15 3550 135 0.06 2390 2.1 3.4 195 7.07 49.7 0.2 2 61.4 1.6 920 0.2 0.65 16.7 5.8 10.7
TC08B33-1 51-60 in. 51 60 <1 24200 2.5 408 0.67 0.07 17100 0.04 24.1 2.2 8.8 1.6 6.6 6930 4.4 14400 12.9 15.6 4280 245 0.21 5180 4.2 3.4 265 9 44.5 0.25 2.5 95.2 3.79 1360 0.28 1.64 23.7 9.4 16.6
TC08B33-2 66-80 in. 66 80 <1 23100 2.5 389 0.6 < 0.06 13900 0.03 19.4 2.1 9 1.5 5.8 5980 4 14300 10.4 14.6 4310 203 0.2 4390 4.5 3.6 223 7.98 42.9 0.24 2.3 120 3.21 1200 0.26 1.18 20.3 7.7 14.8
TC08B33-3 80-100 in. 80 100 <1 22400 3 377 0.57 < 0.06 16100 0.03 20.9 1.9 9.1 1.5 6.7 5920 3.9 14800 11.3 14.9 4440 188 0.1 3480 4.1 3.4 219 8.21 44.5 0.22 2.1 170 3.26 1300 0.27 1.14 20.2 8.3 14.8
TC08B33-4 109 in <1 24400 3.1 398 0.62 < 0.06 20200 0.04 21.2 2.1 10.2 1.7 5.9 6230 4.2 15800 11.2 21.4 6170 208 0.1 3240 4.3 3.6 240 8.72 47.4 0.24 2.3 278 3.17 1330 0.3 1.27 20.9 8.5 16.6
TC08B33-5 121-124 in. 121 124 <1 21400 6.8 494 0.52 < 0.06 70000 0.07 13.7 1.5 8 1.7 3.9 5800 3.5 13900 7.7 24.2 7340 343 0.08 1020 2 3.4 1120 6.58 38.8 0.2 1.9 309 1.69 718 0.24 1.29 15.2 8.3 15.7
TC08B33-6 124-131 in. 124 131 <1 22200 10.5 563 0.75 < 0.06 84000 0.11 19.4 1.6 10.4 2 3.9 9950 3.9 14700 10.7 19.4 6150 431 0.1 965 1.7 3.9 2120 7.94 40.8 0.32 2.2 238 1.88 688 0.26 1.54 24.1 12.8 17.6
TC08B33-7 138 in. <1 24400 1.7 377 0.6 < 0.06 18300 0.03 17.2 2 10.1 2.2 4.4 5550 4.1 15900 9.5 17.8 5030 163 0.09 1100 3.6 4.3 255 8.06 45.1 0.21 2.2 125 2.45 1120 0.3 1.01 15.6 7.5 18.5
TC08B33-8 138-146 in. 138 146 <1 14200 1.3 294 0.32 < 0.06 2650 0.02 9.4 1.2 4.6 1.1 2.4 2340 2.4 11200 4.8 10.4 2150 234 0.1 827 1.6 2.4 115 5.69 31.8 0.1 1.1 46.5 1.41 422 0.2 0.45 9.5 3.4 7.4
TC08B33-9 146-151 in. 146 151 <1 17800 2 369 0.45 < 0.06 2420 0.02 10.9 1.1 5.2 1.4 3.3 4220 3.2 14200 5.6 11.1 2600 288 0.1 1070 2.5 3 136 7.74 41.5 0.2 1.4 52.3 1.6 670 0.27 0.64 22.9 4.8 11.4
TC08B33-10 151-156 in. 151 156 <1 18800 1.2 353 0.46 < 0.06 2080 0.01 11.6 1.1 5.6 1.2 3.1 3510 3.2 14600 6.4 11 2580 122 0.08 980 2.7 2.5 138 7.13 42.2 0.2 1.5 51.3 1.75 806 0.27 0.6 11 5.4 10.4
TC08B33-11 167 in. <1 20700 <1 372 0.43 < 0.06 2650 0.01 12.5 1.2 6.1 1.2 3.2 3630 3.7 17000 6.8 11.7 2890 205 0.1 855 3.4 8.7 123 7.97 47.6 0.2 1.6 56.6 1.88 918 0.3 0.62 9.8 5.6 11.8
TC08B33-12 173 in. <1 19900 2.9 358 0.42 < 0.06 2400 0.01 12.6 1.2 5.6 1.1 3.4 3640 3.5 16400 6.8 11.3 2770 161 0.09 876 2.8 3.3 130 7.82 46.9 0.2 1.5 56.7 1.88 815 0.3 0.66 13.4 5.5 10.9
TC08B33-13 181-184 in. 181 184 <1 18900 4 347 0.42 < 0.06 2080 0.008 10.2 1.1 6.3 1.1 3.1 3490 3.3 15700 5.7 11.4 2680 117 0.1 933 2.7 3.4 118 7.6 45.6 0.2 1.3 54.8 1.46 724 0.29 0.57 15.4 4.8 10.1
TC08B33-14 189 in. <1 19500 10.7 368 0.44 < 0.06 2180 0.01 10.2 1.2 6 1.3 4 3860 3.4 15800 5.7 11.3 2740 186 0.1 1040 2.5 3.8 80.5 8.1 45.4 0.2 1.3 57.2 1.45 693 0.3 0.7 33 4.7 10.1
WP-01S-7.5 7.5 ft. 0.043 25400 1.4 381 0.62 < 0.06 9600 0.02 14.8 1.7 6.7 1.5 5.1 5480 4.4 15900 8.4 12.3 3510 173 0.2 3760 3.1 2.9 183 9.05 46.9 0.21 2 67.5 2.44 747 0.32 0.73 12.3 6.3 14
WP-01S-10 10 ft. 0.041 24800 1.6 400 0.66 < 0.06 10000 0.03 13.9 1.9 7.5 1.7 9.8 6090 4.6 16400 7.6 13.6 3950 200 0.24 4000 3.4 3.4 204 8.93 47.8 0.22 2.2 76.1 2.66 782 0.32 0.81 13 6.7 15.8
WP-01S-12.5 12.5 ft. 0.04 21400 1.1 362 0.48 < 0.06 6560 0.02 11.2 1.5 5.8 1.4 4.4 4680 3.9 15400 6.3 11.1 2820 143 0.1 2980 2.6 2.6 152 8.17 44.2 0.2 1.7 58.3 2.08 613 0.31 0.6 10.1 4.8 12
WP-01S-15 15 ft. 0.037 24000 1.1 373 0.5 < 0.06 7580 0.02 13.6 1.6 6.5 1.5 5.5 4450 4.2 16800 7.3 12 3160 149 0.1 3080 2.6 2.9 166 8.56 48.1 0.2 1.8 62.8 2.36 597 0.33 0.64 9.8 5.3 12.9
WP-01S-17.5 17.5 ft. 0.085 53400 8.9 553 1.5 0.12 35200 0.08 44.7 5.8 17.5 6.4 18.7 18300 11.7 26800 27.3 42.1 12300 425 0.1 5120 12 7.4 490 13.8 79.7 0.42 7 267 8.55 2240 0.52 1.48 26.8 23.5 47
WP-01S-20 20 ft. 0.043 22600 1.1 383 0.48 < 0.06 8900 0.03 11.5 1.5 6.3 1.5 5.2 4160 4.1 16600 7 12.1 2980 154 0.1 3020 2.3 2.7 144 8.31 47.3 0.2 1.7 65 1.9 541 0.33 0.55 9.3 5.2 12.3
WP-01S-22.5 22.5 ft. 0.053 19700 4.1 373 0.47 < 0.06 7270 0.03 10.6 1.6 6.6 1.4 5 3940 3.8 15500 6 11.3 2540 129 0.2 3000 2.8 2.9 137 7.53 43.4 0.2 1.6 78.2 1.84 652 0.3 0.85 10.2 4.9 11.2
WP-01S-25 25 ft. 0.105 41900 14.8 437 1 0.06 14500 0.02 29.2 4.2 24.9 3.8 16.7 11100 8.3 21800 16.6 37.4 8520 322 0.22 6170 7.4 8.3 378 11 61.4 0.48 4.8 294 5.57 1750 0.42 1.48 21.5 12.7 31.3
WP-01S-27.5 27.5 ft. 0.089 61200 20 428 2.5 0.19 74200 0.22 46.4 9.8 36.5 11.6 34.3 24700 14.4 29100 27.8 61.5 16400 803 0.26 5410 15 14.7 631 14.3 113 0.65 10.8 262 9.81 2640 0.68 3.86 43.7 26.4 78.7
WP-01S-30 30 ft. 0.087 50600 9.2 462 1.4 0.12 36600 0.15 39.9 5.6 17.7 5.8 17.2 17800 10.6 25400 21.3 42.9 12200 458 0.2 5260 11 7.6 525 13.5 74.8 0.42 6.8 292 8.11 2280 0.49 1.54 23.9 19.8 46.3
WP-01S-32.5 32.5 ft. 0.07 48000 7.8 514 1.2 0.12 23900 0.04 38.2 4.5 13.8 4.1 14.2 17300 10.3 24400 21.5 31.6 10300 363 0.1 4050 11 5.2 479 14.2 69.4 3.2 5.9 226 7.87 2120 0.44 1.12 28.1 17.1 37.5
WP-01S-35 35 ft. 0.051 38200 7 472 1.1 0.15 26400 0.06 89.4 4.8 19.7 2.9 11.2 32000 10 20200 41.1 20.5 8250 711 0.21 3250 22 4.5 842 22.7 57.9 0.68 7.6 203 19.7 5070 0.34 2.43 56.2 28.8 39.4
WP-01S-37.5 37.5 ft. 0.039 52600 5.6 624 1 0.08 26600 0.05 42.1 3.9 16.3 3.3 8.9 16900 10.6 26400 21.8 24.9 10200 338 0.68 3660 9.4 6.8 447 14 71.5 0.45 4.6 259 7.28 1960 0.45 1.16 24 16.2 31.2
WP-07-1 6'2"-6'6" <1 20200 2.2 414 0.5 < 0.06 15200 0.04 11.7 1.6 6.9 1.9 9.4 4640 3.7 15400 6.6 14 3780 157 0.09 1300 3.8 3.4 122 8.17 46.1 0.2 1.6 184 1.69 1180 0.3 0.98 17.1 6.7 15.7
WP-07-2 8'6"-8'10" <1 17600 1 299 0.41 < 0.06 744 0.02 9.5 1.1 4.9 1.5 3.8 3130 3.2 14200 5.1 9.4 2580 92.6 0.06 1030 2.4 2.6 81.1 6.86 42.2 0.1 1.2 44.2 1.28 766 0.27 0.55 7.8 4.3 11.4
WP-07-3 12'-12'4" <1 16700 <1 308 0.41 < 0.06 694 0.02 7.5 0.86 6.3 1.4 2.9 2180 2.9 14100 4 8.8 2170 52.3 0.1 631 1.4 2.3 67.2 7.95 42.3 0.1 1 43.1 0.96 434 0.28 0.32 4.6 3.3 9.2
WP-07-4 14'8"-14'10" <1 18800 <1 313 0.43 < 0.06 727 0.02 8.3 0.84 3.9 1.4 2.3 2060 2.8 15300 4.3 9.7 2260 56.2 < 0.05 555 1.7 2.3 79.6 6.93 42.1 0.1 1 41.4 0.9 429 0.26 0.34 4.5 3.3 8.4
WP-07-5 17'4"-17'6" <1 17000 <1 295 0.38 < 0.06 719 0.02 7.5 0.76 3.3 1.3 2.2 1850 2.8 14700 3.9 9.2 2050 47.9 < 0.05 517 1.4 2.1 85.5 6.53 40.9 0.1 1 37.6 0.98 420 0.26 0.37 5.1 3.3 8
WP-07-6 19'10"-20' <1 18000 <1 309 0.33 < 0.06 771 0.02 8.2 0.84 3.9 1.4 2.4 2130 3 14600 4.2 9.1 2180 42.3 < 0.05 486 1.7 2.3 81.2 6.75 42.7 0.1 1.1 41.2 1.22 441 0.27 0.37 4.6 3.5 9.1
WP-07-7 22'6"-22'9" <1 16900 <1 308 0.38 < 0.06 771 0.02 7.4 0.89 4 1.3 2.7 2060 2.9 14300 3.9 9.6 2220 47.3 < 0.05 488 1.3 2.2 83.6 6.83 41.8 0.1 1 40.1 1.06 375 0.26 0.36 5.2 3.2 9.4
WP-07-8 24'9"-24'11" <1 16800 <1 257 0.39 < 0.06 992 0.02 7.2 1.7 3.4 1.1 4.4 3340 3.1 11800 3.7 11.7 3420 50.6 < 0.05 433 1.5 3 83.9 6.76 34.7 0.1 1 41.6 1.09 404 0.21 0.38 6 3.5 18.7
WP-07-9 27'-27'3" <1 14200 <1 278 0.3 < 0.06 605 0.02 7.3 0.62 2.8 1.2 2.3 1560 2.6 13400 3.9 8.1 1610 32.4 0.05 479 1.2 1.7 78.6 6.59 38.9 0.1 0.8 35.4 0.98 320 0.25 0.33 3.7 3 7

All "main" sample IDs match those listed in table 1
All samples at a given location with a different depth are given as "sample ID"-number
Note: some rock sample digestions were analyzed by both ICP-MS and ICP-AES

Abbreviations:
< is less than the detection limit
ppm is parts per million
% is percent of sample
ICP–AES is inductively coupled plasma–atomic emission spectrometry
ICP–MS is inductively coupled plasma–mass spectrometry
bgs = below ground surface



Ag Silver
Al Aluminum
As Arsenic
Ba Barium
Be Beryllium
Bi Bismuth
Ca Calcium
Cd Cadmium
Ce Cerium
Cl Chlorine
Co Cobalt
Cr Chromium
Cs Cesium
Cu Copper
Dy Dysprosium
Er Erbium
Eu Europium
F Fluorine
Fe Iron
Ga Gallium
Gd Gadolinium
Ge Germanium
Ho Holmium
K Potassium
La Lanthanum
Li Lithium
Lu Lutetium
Mg Magnesium
Mn Manganese
Mo Molybdenum
Na Sodium
Nb Niobium
Nd Neodymium
Ni Nickel
NO3 Nitrate
P Phosphorus
Pb Lead
Pr Praseodymium
Rb Rubidium
Sb Antimony
Sc Scandium
Se Selenium
SiO2 Silicon Dioxide
Sm Samarium
SO4 Sulfate
Sr Strontium
Ta Tantalum
Tb Terbium
Th Thorium
Ti Titanium
Tl Thallium
Tm Thulium
U Uranium
V Vanadium
W Tungsten
Y Yttrium
Yb Ytterbium
Zn Zinc
Zr Zirconium


