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Outline of mine workings—Short dashes show where
   mine workings are under or behind other workings;
   long dashes show where mine workings are
   approximately located.  Chevrons point down
   inclined workings

Front of ore roll in sandstone—Arrow is on concave
   side of roll 

Inferred approximate limit of uranium-vanadium
   mineralized rock 1 ft or more thick  

Bench in mine workings—Chevron points to lower part

Foot of raise to upper level

Current lineation

Head of raise from lower level

Portal

Geology mapped by Brunton-and-tape method by D.R. Shawe.

EXPLANATION

Brighton
mine

Ore layer
1 to 3 ft

thick

Head of rasie from
Ike No. 2 mine,

Incline No. 3

Irregularly
rolling

tabular ore

Small roll curves down
from tabular layer

20 ft from track level
to back of stope

Gently undulated ore
layer 1 to 8 ft thick;

top of layer about 20 ft
above track level

Ore chute

Ore is in 3 undulated layers;
middle layer has large rolls

Rim

Irregularly undulated
tabular ore

1 to 6 ft thick

Gently undulated
tabular ore

1 to 6 ft thick

Undulated
tabular ore

1 to 5 ft thick
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Base map from U.S. Bureau of the Census digital data, 2000, 1:100,000 scale
Albers Equal-Area Conic projection
Standard parallels 38°15' N. and 37°45' N.
Central meridian 108°30' W., latitude of origin 38° N.

Horizontal coordinate information is referenced to the
North American Datum of 1983 (NAD83)
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