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Groundwater-Quality Data Associated with Abandoned 
Underground Coal Mine Aquifers in West Virginia, 
1973–2016: Compilation of Existing Data from Multiple 
Sources

 By Mitchell A. McAdoo and Mark D. Kozar

Abstract
This report describes a compilation of existing water-qual-

ity data associated with groundwater resources originating from 
abandoned underground coal mines in West Virginia. Data were 
compiled from multiple sources for the purpose of understand-
ing the suitability of groundwater from abandoned underground 
coal mines for public supply, industrial, agricultural, and other 
uses. This compilation includes data collected for multiple 
individual studies conducted from July 13, 1973 through Sep-
tember 7, 2016. Analytical methods varied by the time period 
of data collection and requirements of the independent studies. 
This project identified 770 water-quality samples from 294 sites 
that could be attributed to abandoned underground coal mine 
aquifers originating from multiple coal seams in West Virginia.

Introduction 
The U.S. Geological Survey (USGS), West Virginia 

Department of Environmental Protection (WVDEP), and West 
Virginia Geological and Economic Survey (WVGES) are con-
ducting cooperative studies in West Virginia to understand and 
characterize abandoned underground coal mine aquifers (AUC-
MAs). Water stored in AUCMAs is considered as a potential 
source for multiple uses including industrial, agricultural, and 
public supply (Kozar and others, 2012). This compilation of 
statewide water-quality data from AUCMAs is part of an initial 
effort to promote effective use of this valuable water resource.

The State of West Virginia has 73 mineable coal seams, 
of which 69 have been commercially mined (McColloch and 
others, 2012). Underground coal mines in West Virginia (fig. 1) 
follow mineable coal seams, which in some places, are verti-
cally stacked on top of each other. Overlapping coal seams 

can be hydrologically connected through naturally occurring 
fractures or through man-made shafts and mining-induced 
deformation features (Light and Donovan, 2015). AUCMAs 
form when mine entries and gob (collapsed pillars and over-
burden strata in abandoned mine workings) are re-saturated 
with groundwater subsequent to mining (Perry, 2001). Under-
ground mines at elevations above local tributary streams 
may never fully flood following mining operations, but can 
produce large free-flowing mine discharges. Mines located 
below the elevation of local tributary streams may flood, or 
partially flood, and eventually form discharges where subsid-
ence fractures or air shafts intersect the land surface (Kozar 
and others, 2012).

The hydraulic properties (porosity and permeability) of 
AUCMAs are conducive to high yields in areas with suffi-
cient recharge or water in storage. Strata overlying mine voids 
collapse and partially fill the void space left after mining. The 
void porosity in AUCMAs is partially transferred through 
overlying strata in the form of vertical subsidence fractures 
and expansion of bedding plane partings (Stoner, 1983; 
Booth, 1986). The complexity of AUCMAs increases when 
underground mines collectively form a basin-scale aquifer 
system that is hydrologically connected through horizontal 
barrier leakage (McCoy and others, 2006).

AUCMA water quality has been shown to exhibit dif-
ferent aqueous solute concentrations between mines as well 
as within mines from the same coal seam. This geochemical 
heterogeneity is directly related to the duration of flooding, 
water-rock interactions, and the hydrogeologic framework 
controlling the system (Lambert and others, 2004). These 
unique hydrologic and geochemical conditions create chal-
lenging problems when characterizing AUCMAs, determin-
ing groundwater storage, and understanding interactions 
between groundwater and surface water in mined locations 
(López and Stoertz, 2001, McColloch and others, 2012).
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Figure 1.  Location of underground mines in West Virginia.

Purpose and Scope

This report summarizes water-quality data and sampling-
site information from AUCMAs in West Virginia. Due to 
limited time and resources needed to conduct large-scale 
sampling, it is common practice and sometimes neces-
sary to aggregate data from multiple sources (Sprague and 
others, 2017). This compilation includes data collected for 
multiple individual studies conducted from July 13, 1973 
through September 7, 2016. Analytical methods varied by the 
time period of data collection and requirements of the inde-
pendent studies. The purpose of this compilation is to provide 
a reconnaissance tool in development of AUCMAs for public 
supply, industrial, and agricultural use.

Methods
Multiple water-quality and underground coal mine datas-

ets were concurrently compiled for the project and are cited in 
the metadata for the accompanying data release (McAdoo and 
Kozar, 2017). The locations and extent of underground coal 
mines were defined by shapefiles provided by the WVGES’s 
Coal Bed Mapping Program (West Virginia Geological and 
Economic Survey, 2015). This dataset included 9,018 indi-
vidual mine polygons, which were differentiated by a unique 
mine identification number. The cumulative area of these 
underground coal mine polygons is greater than 3,400 square 
miles (mi2), which is approximately 14 percent of the total 
area of West Virginia. Water-quality data were obtained from 
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Government agencies and academic institutions and included 
data in portable document format (PDF), shapefile, and 
digital table format. Data were analyzed to identify horizontal 
position, altitude, and spatial proximity to a mine source and 
eliminated if these requirements could not be determined from 
available documents.

Two types of groundwater sites were used for this 
project—AUCMA discharges and wells that penetrated into an 
AUCMA. AUCMA discharges were designated in the source 
document as originating from a mine. Individual AUCMA 
discharges were also cross-referenced in ArcGIS with the 
underground coal mine dataset provided by the WVGES 
(West Virginia Geological and Economic Survey, 2015) as a 
secondary check to ensure that the AUCMA discharge could 
be hydrologically connected to an underground coal mine. 
Wells were required to be referenced as being completed in an 
underground coal mine or have a well-bottom depth annotated 
in the site information. Individual well sites were determined 
to penetrate a mine pool by comparing the well-bottom eleva-
tion to the elevation of the AUCMA. Well-bottom elevations 
were determined by subtracting the well depth from the sur-
face elevation. Surface elevations were determined from the 
USGS National Elevation Dataset 3-meter Digital Elevation 
Model (U.S. Geological Survey, 2016a). Underground mine 
elevation was acquired from coal seam structure-contour raster 
datasets provided by the West Virginia Geological and Eco-
nomic Survey’s Coal Bed Mapping Program (West Virginia 
Geological and Economic Survey, 2015). Once sites were 
identified as originating from a coal mine, according to the 
previously described methods, units were converted to match 
the requirements of the database attributes. This included con-
version of lengths, volumes, and concentrations for standard-
ization across the database. Standardized site data were then 
compiled in an Excel spreadsheet, given a unique ID for the 
study, and imported into ArcGIS for visualization and quality 
assurance of spatial distribution.

Additional data sources, including the U.S. Environ-
mental Protection Agency (2016) STORET database and 
the National Water Quality Portal (National Water Quality 
Monitoring Council, 2016), were considered for incorporation 
into the dataset but no additional samples from these sources 
were able to be attributed to specific mines, and most of the 
data from these sources were duplicates of the data in the 
USGS National Water Information System (NWIS). All viable 
sources were incorporated, but additional sources may exist 
and were not included because of data-quality issues, time 
constraints, confidentiality, or proprietary data issues.

Data Use and Limitations
The final product was compiled from multiple sources 

with different authors, and a number of these sources reported 
data from numerous projects. The final dataset includes 
only those water samples that could be attributed to an 

underground mine. Multi-source secondary data are data that 
have been compiled from non-standard sources (Sprague and 
others, 2017) and may contain missing or ambiguous results, 
parameter names, units of measure, remark codes, chemical 
forms, negatives, and censored data. Every effort was taken 
to standardize the data across multiple sources. If data were 
ambiguous, or could not be substantiated, they were elimi-
nated from the dataset. Sampling and laboratory methods vary 
throughout the dataset because of the timeframe and nature of 
the project for which they were collected. Users of these data 
are highly encouraged to read through the metadata and look 
back to the original sources to understand the limitations for 
their particular project as methods and analytical techniques 
varied between data sources and over time.

Results of the Compilation
A single geospatial dataset was created for the visualiza-

tion and understanding of the distribution of AUCMA sites 
throughout West Virginia (fig. 2). The dataset is in the form 
of an ESRI shapefile (ESRI, 1998) which includes multiple 
fields that are explained in the metadata of the companion 
data release (McAdoo and Kozar, 2017). The metadata for this 
shapefile was verified with the USGS Metadata Parser and is 
compliant with Federal Geographic Data Committee (FGDC) 
Content Standards for Digital Geographic Metadata (Federal 
Geographic Data Committee, 1998).

The dataset was compiled in an Excel spreadsheet and 
consists of 294 AUCMA sites and 770 water samples. The 
distribution of sites and samples by data source are listed in 
table 1. State agencies provided the largest number of sites 
and samples, and were relatively well distributed throughout 
the state with 128 sites and 353 water-quality samples (West 
Virginia Department of Environmental Protection, 2009; Triad 
Engineering, 2012; West Virginia Department of Environmen-
tal Protection, 2016a, 2016b). Federal agencies provided 106 
sites and 338 water-quality samples that were relatively well 
distributed throughout the state (Hobba, 1987; Ferrell, 1992; 
Smith, 1997; McCoy and Kozar, 2007; Chambers and oth-
ers, 2012; Pointon and Felbinger, 2013; Appalachian Region 
Technical Support Division, 2014; U.S. Geological Survey, 
2016b). Academic sources provided 60 sites with 79 samples 
and were primarily focused in the northern part of the state 
(Ziemkiewicz and others, 2004; Demchak, 2005; Denicola, 
2013; Thorn, 2014).

This project identified 29 individual counties with water-
quality sites (table 2). Preston County contained the highest 
number of sites (42). Marion County had the highest number 
of water-quality samples (182). Multiple counties only had one 
site and one water-quality sample including Brooke, Lincoln, 
Marshall, Mercer, Randolph, and Tucker. The number of sites 
and water-quality samples by coal seam are listed in table 3. 
The Pittsburgh coal seam had the highest number of sites 
and samples with 102 sites and 356 water-quality samples. 
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Figure 2.  Point locations of abandoned underground coal mine aquifer (AUCMA) water-quality sites. 

Table 1.  Number of sites and samples by data source.

Data source Sites Samples

State1 128 353

Federal2 106 338

Academic3 60 79

Total 294 770
1 West Virginia Department of Environmental Protection, 2009; Triad 

Engineering, 2012; West Virginia Department of Environmental Protection, 
2016a, 2016b.

2 Hobba, 1987; Ferrell, 1992; Smith, 1997; McCoy and Kozar, 2007; 
Chambers and others, 2012; Pointon and Felbinger, 2013; Appalachian 
Region Technical Support Division, 2014; U.S. Geological Survey, 2016a.

3 Ziemkiewicz, 2004; Demchak, 2005; Denicola, 2013; Thorn, 2014.

Multiple seams had only one site and sample including the 
Bradshaw, Gilbert, Little Eagle, and Williamson. The names 
of coal seams used for this project follow the nomenclature 
used by the WVGES (West Virginia Geological and Eco-
nomic Survey, 2015) and do not necessarily conform to USGS 
nomenclature.
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Table 2.  Number of sites and samples by West Virginia County.

County Sites Samples

Barbour 2 4

Boone 13 13

Brooke 1 1

Fayette 17 94

Gilmer 3 11

Grant 8 8

Greenbrier 5 15

Hancock 1 11

Harrison 28 63

Kanawha 10 24

Lincoln 1 1

Logan 7 7

McDowell 12 37

Marion 10 182

Marshall 1 1

Mercer 1 1

Mingo 4 6

Monongalia 37 71

Nicholas 9 13

Ohio 9 19

Preston 42 68

Putnam 9 15

Raleigh 5 5

Randolph 1 1

Taylor 10 10

Tucker 1 1

Upshur 3 4

Wayne 7 29

Wyoming 37 55

Total 294 770

Table 3.  Number of sites and water-quality samples by coal 
seam.

Coal Seam1 Sites Samples

Bakerstown 3 4

Beckley 7 15

Bradshaw 1 1

Cedar Grove 2 2

Coalburg 6 12

Douglas 1 2

Eagle 12 26

Fire Clay 4 4

Fire Creek 1 3

Gilbert 1 1

Little Eagle 1 1

Lower Kittanning 2 12

Number 2 Gas 14 75

Number 5 Block 4 21

Peerless 3 4

Pittsburgh 102 356

Pocahontas 3 23 32

Pocahontas 4 5 28

Pocahontas 6 6 7

Pocahontas 7 6 6

Powellton 3 4

Sewell 22 50

Sewickley 5 5

Stockton 2 2

Upper Freeport 54 93

Williamson 1 1

Winifrede 3 3

Total 294 770
1Coal Seam nomenclature after West Virginia Geological and Economic 

Survey (2015).



6    Groundwater-Quality Data—Underground Coal Mine Aquifers in W. Va., 1973–2016: Compilation from Multiple Sources

References Cited

Appalachian Region Technical Support Division, 2014, 
Final report Fairmont, West Virginia mine-pool: Pitts-
burgh, Pennsylvania, Office of Surface Mining Reclama-
tion and Enforcement, 78 p., accessed October 2, 2017, 
at https://www.arcc.osmre.gov/about/techDisciplines/
minePools/2014-FairmontMinePool-WV-FinalReport.pdf.

Booth, C.J., 1986, Strata-movement concepts and the hydro-
geological impact of underground coal mining: Ground 
Water, v. 24, no. 4, p. 507–515, DOI: 10.1111/j.1745-
6584.1986.tb01030.x, accessed October 2, 2017, at http://
onlinelibrary.wiley.com/doi/10.1111/j.1745-6584.1986.
tb01030.x/abstract.

Chambers, D.B., Kozar, M.D., White, J.S., and Paybins K.S., 
2012, Groundwater quality in West Virginia, 1993–2008: 
U.S. Geological Survey Scientific Investigations Report 
2012–5186, 47 p., accessed October 2, 2017, at https://
pubs.er.usgs.gov/publication/sir20125186.

Demchak, J., 2005, Water quality changes of underground 
mines in northern West Virginia: Morgantown, West Vir-
ginia, West Virginia University, Ph.D. Dissertation, 148 p.

Denicola, T.A., 2013, Geochemistry of mine pool discharges 
in the Pittsburgh coal basin: Morgantown, West Virginia, 
West Virginia University, M.S. Thesis, 68 p.

ESRI, 1998, ESRI shapefile technical description: ESRI 
Technical Document: Redlands, California, 28 p., accessed 
October 2, 2017, at https://www.esri.com/library/whitepa-
pers/pdfs/shapefile.pdf.

Federal Geographic Data Committee (FGDC), 1998, Con-
tent standard for digital geospatial metadata (revised June 
1998): Washington, D.C., Federal Geographic Data Com-
mittee, FGDC-STD-001-1998, 78 p., accessed October 9, 
2017, at https://www.fgdc.gov/standards/projects/metadata/
base-metadata/v2_0698.pdf.

Ferrell, G.M., 1992, Hydrologic characteristics of abandoned 
coal mines used as sources of public water supply in 
McDowell County, West Virginia: U.S. Geological Survey 
Water-Resources Investigations Report 92–4073, 37 p., 
accessed October 2, 2017, at https://pubs.er.usgs.gov/publi-
cation/wri924073.

Hobba, W.A., Jr., 1987, Underground coal mines as sources 
of water for public supply in northern Upshur County: U.S. 
Geological Survey Water-Resources Investigations Report 
84–4115, 38 p., accessed October 2, 2017, at https://pubs.
usgs.gov/wri/1984/4115/report.pdf.

Kozar, M.D., McCoy, K.J., Britton, J.Q., and Blake, B.M., Jr., 
2012, Hydrogeology, groundwater flow, and groundwater 
quality of an abandoned underground coal-mine aquifer, 
Elkhorn area, West Virginia: West Virginia Geological and 
Economic Survey Bulletin B-46, 103 p., accessed Octo-
ber 2, 2017, at http://downloads.wvgs.wvnet.edu/pubcat/
docs/Bulletin_46_Hydrogeology,%20Groundwater%20
Abandoned%20Coal%20Mine%20Aquifer,%20Elk-
horn,%20WV_(2012).pdf.

Lambert, D.C., McDonough, K.M., and Dzombak, D.A., 
2004, Long-term changes in quality of discharge water 
from abandoned underground coal mines in Uniontown 
Syncline, Fayette County, PA, USA: Water Research, v. 38, 
no. 2, p. 277–288, accessed October 2, 2017, at https://doi.
org/10.1016/j.watres.2003.09.017.

Light, D.M., and Donovan, J.J., 2015, Mine-water flow 
between contiguous flooded underground coal mines with 
hydraulically compromised barriers: Environmental & 
Engineering Geoscience, v. 21, no. 2, p. 147–164, DOI: 
10.2113/gseegeosci.21.2.147, accessed October 2, 2017, at 
http://eeg.geoscienceworld.org/content/21/2/147.

López, D.L., and Stoertz, M.W., 2001, Chemical and physical 
controls on waters discharged from abandoned underground 
coal mines: Geochemistry: Exploration, Environment, 
Analysis, v. 1, no. 1, p. 51–60, accessed October 2, 2017, at 
https://doi.org/10.1144/geochem.1.1.51.

McAdoo, M.A., and Kozar, M.D., 2017, Site and groundwa-
ter-quality sample data for abandoned underground coal 
mine aquifers in West Virginia, July 13, 1973 through 
September 7, 2016: U.S. Geological Survey data release, 
accessed October 2, 2017, at https://doi.org/10.5066/
F7TM78C5.

McColloch, J.S., Binns, R.D., Jr., Blake, B.M., Jr., Clifford, 
M.T., and Gooding, S.E., 2012, West Virginia mine pool 
atlas: Charleston West Virginia, Report prepared by the 
West Virginia Geological and Economic Survey, 172 p., 
accessed October 2, 2017, at http://www.dep.wv.gov/WWE/
wateruse/Pages/MinePoolAtlas.aspx.

McCoy, K.J., Donovan, J.J., and Leavitt, B.R., 2006, Horizon-
tal hydraulic conductivity estimates for intact coal barriers 
between closed underground mines: Environmental and 
Engineering Geoscience, v. 12, no. 3, p. 273–282, accessed 
October 2, 2017, at http://eeg.geoscienceworld.org/content/
gseegeosci/12/3/273.full.pdf.

McCoy, K.J., and Kozar, M.D., 2007, Relation of chloro-
fluorocarbon ground-water age dates to water quality in 
aquifers of West Virginia: U.S. Geological Survey Scientific 
Investigations Report 2006–5221, 36 p., accessed October 
2, 2017, at https://pubs.usgs.gov/sir/2006/5221/.

https://www.arcc.osmre.gov/about/techDisciplines/minePools/2014-FairmontMinePool-WV-FinalReport.pdf
https://www.arcc.osmre.gov/about/techDisciplines/minePools/2014-FairmontMinePool-WV-FinalReport.pdf
http://onlinelibrary.wiley.com/doi/10.1111/j.1745-6584.1986.tb01030.x/abstract
http://onlinelibrary.wiley.com/doi/10.1111/j.1745-6584.1986.tb01030.x/abstract
http://onlinelibrary.wiley.com/doi/10.1111/j.1745-6584.1986.tb01030.x/abstract
https://pubs.er.usgs.gov/publication/sir20125186
https://pubs.er.usgs.gov/publication/sir20125186
https://www.esri.com/library/whitepapers/pdfs/shapefile.pdf
https://www.esri.com/library/whitepapers/pdfs/shapefile.pdf
https://www.fgdc.gov/standards/projects/metadata/base-metadata/v2_0698.pdf
https://www.fgdc.gov/standards/projects/metadata/base-metadata/v2_0698.pdf
https://pubs.er.usgs.gov/publication/wri924073
https://pubs.er.usgs.gov/publication/wri924073
https://pubs.usgs.gov/wri/1984/4115/report.pdf
https://pubs.usgs.gov/wri/1984/4115/report.pdf
http://downloads.wvgs.wvnet.edu/pubcat/docs/Bulletin_46_Hydrogeology,%20Groundwater%20Abandoned%20Coal%20Mine%20Aquifer,%20Elkhorn,%20WV_(2012).pdf
http://downloads.wvgs.wvnet.edu/pubcat/docs/Bulletin_46_Hydrogeology,%20Groundwater%20Abandoned%20Coal%20Mine%20Aquifer,%20Elkhorn,%20WV_(2012).pdf
http://downloads.wvgs.wvnet.edu/pubcat/docs/Bulletin_46_Hydrogeology,%20Groundwater%20Abandoned%20Coal%20Mine%20Aquifer,%20Elkhorn,%20WV_(2012).pdf
http://downloads.wvgs.wvnet.edu/pubcat/docs/Bulletin_46_Hydrogeology,%20Groundwater%20Abandoned%20Coal%20Mine%20Aquifer,%20Elkhorn,%20WV_(2012).pdf
https://doi.org/10.1016/j.watres.2003.09.017
https://doi.org/10.1016/j.watres.2003.09.017
http://eeg.geoscienceworld.org/content/21/2/147
https://doi.org/10.1144/geochem.1.1.51
https://doi.org/10.5066/F7TM78C5
https://doi.org/10.5066/F7TM78C5
http://www.dep.wv.gov/WWE/wateruse/Pages/MinePoolAtlas.aspx
http://www.dep.wv.gov/WWE/wateruse/Pages/MinePoolAtlas.aspx
http://eeg.geoscienceworld.org/content/gseegeosci/12/3/273.full.pdf
http://eeg.geoscienceworld.org/content/gseegeosci/12/3/273.full.pdf
https://pubs.usgs.gov/sir/2006/5221/


References Cited    7

National Water Quality Monitoring Council (NWQMC), 2016, 
Water-quality portal, accessed December 12, 2016, at http://
www.waterqualitydata.us/.

Perry, E.F., 2001, Modelling rock-water interactions in flooded 
underground coal mines, Northern Appalachian Basin: 
Geochemistry: Exploration, Environment, Analysis, v. 1, 
p. 61–70, accessed October 2, 2017, at http://geea.lyellcol-
lection.org/content/geochem/1/1/61.full.pdf.

Pointon, Nancy, and Felbinger, Jack, 2013, North Branch 
Potomac River mine pool assessment study: Office of 
Surface Mining Reclamation and Enforcement, 117 p., 
at https://www.arcc.osmre.gov/about/techDisciplines/
minePools/2013-NorthBranchPotomacRiverMinePool-
FinalReport.pdf.

Smith, S.M., 1997, National Geochemical Database: Refor-
matted Data from the National Uranium Resource Evalu-
ation (NURE) Hydrogeochemical and Stream Sediment 
Reconnaissance (HSSR) Program, ver. 1.40 (2006): U.S. 
Geological Survey Open-File Report 97–492, accessed 
January 1, 2016, at URL: http://pubs.usgs.gov/of/1997/ofr-
97-0492/index.html.

Sprague, L.A., Oelsner, G.P., and Argue, D.M., 2017, 
Challenges with secondary use of multi-source water-
quality data in the United States: Water Research, v. 110, 
p. 252–261, accessed October 2, 2017, at https://doi.
org/10.1016/j.watres.2016.12.024.

Stoner, J.D., 1983, Probable hydrologic effects of subsur-
face mining: Groundwater Monitoring & Remediation, 
v. 3, no. 1, p. 128–137, DOI: 10.1111/j.1745-6592.1983.
tb00874.x, accessed October 2, 2017, at http://onlinelibrary.
wiley.com/doi/10.1111/j.1745-6592.1983.tb00874.x/full.

Thorn, R., 2014, Isotopic composition of dissolved inorganic 
carbon in underground mine discharges of the northern 
Appalachian Basin: Morgantown, West Virginia, West Vir-
ginia University, M.S. Thesis, 87 p.

Triad Engineering, 2012, Assessment of potentially impacted 
residential wells, Prenter Road area Boon County, WV: 
Report prepared for the West Virginia Department of 
Environmental Protection, Charleston West Virginia, 71 
p., accessed October 9, 2017, at http://dep.wv.gov/dmr/
studies%20and%20investigations/Documents/Prenter%20
Well%20Assessment%20(8-28-12).pdf.

U.S. Environmental Protection Agency (USEPA), 2016, STOr-
age and RETrieval and Water Quality EXchange, accessed 
October 9, 2017, at https://ofmpub.epa.gov/storpubl/dw_
pages.querycriteria.

U.S. Geological Survey (USGS), 2016a, National Eleva-
tion Dataset 1/9 arc-second data, accessed Novem-
ber 14, 2015, at https://www.sciencebase.gov/catalog/
item/581d29efe4b08da350d61ecb.

U.S. Geological Survey (USGS), 2016b, National Water Infor-
mation System data, accessed November 17, 2016, at http://
waterdata.usgs.gov/nwis/.

West Virginia Department of Environmental Protection 
(WVDEP), 2009, An evaluation of the underground injec-
tion of coal slurry in West Virginia, Phase I Environmental 
Investigation: Charleston West Virginia, Report from the 
West Virginia Department of Environmental Protec-
tion, 80 p., accessed October 2, 2017, at http://www.dep.
wv.gov/dmr/studies%20and%20investigations/Documents/
Slurry%20UIC%20Investigation.pdf.

West Virginia Department of Environmental Protection 
(WVDEP), 2016a, Mine pool study: Charleston West Vir-
ginia, Report from the Division of Water and Wastewater 
Management, Water Use Section, 48 p.

West Virginia Department of Environmental Protection 
(WVDEP), 2016b, Watershed Assessment Branch, Water 
Quality Data Report Tool, accessed December 6, 2016, at 
https://apps.dep.wv.gov/dwwm/wqdata/.

West Virginia Geological and Economic Survey (WVGES), 
2015, WVGES coal bed mapping project, accessed Novem-
ber 16, 2015, at http://www.wvgs.wvnet.edu/www/coal/
cbmp/coalims.html.

Ziemkiewicz, P., Donovan, J., Stiles, J., Leavitt, B., and 
Vandivort, T., 2004, WV173 Phase IV EPA Region III mine 
pool project: Morgantown, West Virginia, Report from the 
National Mine Land Reclamation Center, West Virginia 
Water Research Institute, 412 p.

http://www.waterqualitydata.us/
http://www.waterqualitydata.us/
http://geea.lyellcollection.org/content/geochem/1/1/61.full.pdf
http://geea.lyellcollection.org/content/geochem/1/1/61.full.pdf
https://www.arcc.osmre.gov/about/techDisciplines/minePools/2013-NorthBranchPotomacRiverMinePool-FinalReport.pdf
https://www.arcc.osmre.gov/about/techDisciplines/minePools/2013-NorthBranchPotomacRiverMinePool-FinalReport.pdf
https://www.arcc.osmre.gov/about/techDisciplines/minePools/2013-NorthBranchPotomacRiverMinePool-FinalReport.pdf
http://pubs.usgs.gov/of/1997/ofr-97-0492/index.html
http://pubs.usgs.gov/of/1997/ofr-97-0492/index.html
https://doi.org/10.1016/j.watres.2016.12.024
https://doi.org/10.1016/j.watres.2016.12.024
http://onlinelibrary.wiley.com/doi/10.1111/j.1745-6592.1983.tb00874.x/full
http://onlinelibrary.wiley.com/doi/10.1111/j.1745-6592.1983.tb00874.x/full
http://dep.wv.gov/dmr/studies%20and%20investigations/Documents/Prenter%20Well%20Assessment%20(8-28-12).pdf
http://dep.wv.gov/dmr/studies%20and%20investigations/Documents/Prenter%20Well%20Assessment%20(8-28-12).pdf
http://dep.wv.gov/dmr/studies%20and%20investigations/Documents/Prenter%20Well%20Assessment%20(8-28-12).pdf
https://ofmpub.epa.gov/storpubl/dw_pages.querycriteria
https://ofmpub.epa.gov/storpubl/dw_pages.querycriteria
https://www.sciencebase.gov/catalog/item/581d29efe4b08da350d61ecb
https://www.sciencebase.gov/catalog/item/581d29efe4b08da350d61ecb
http://waterdata.usgs.gov/nwis/
http://waterdata.usgs.gov/nwis/
http://www.dep.wv.gov/dmr/studies%20and%20investigations/Documents/Slurry%20UIC%20Investigation.pdf
http://www.dep.wv.gov/dmr/studies%20and%20investigations/Documents/Slurry%20UIC%20Investigation.pdf
http://www.dep.wv.gov/dmr/studies%20and%20investigations/Documents/Slurry%20UIC%20Investigation.pdf
https://apps.dep.wv.gov/dwwm/wqdata/
http://www.wvgs.wvnet.edu/www/coal/cbmp/coalims.html
http://www.wvgs.wvnet.edu/www/coal/cbmp/coalims.html


For additional information, contact: 
	 Director, West Virginia Water Science Center
	 U.S. Geological Survey 
	 11 Dunbar Street 
	 Charleston, WV 25301

or visit our website at:
https://www.usgs.gov/centers/va-wv-water

Prepared by USGS West Trenton Publishing Service Center

https://www.usgs.gov/centers/va-wv-water


M
cAdoo and Kozar—

 G
roundw

ater-Q
uality D

ata—
U

nderground Coal M
ine A

quifers in W
. Va., 1973–2016: Com

pilation from
 M

ultiple Sources—
Data Series 1069

ISSN 2327-638X (online)
https://doi.org/10.3133/ds1069

https://doi.org/10.3133/ds1069



