SONTEK HYDRA PROCESSING INFORMATION

Date 10/18/2004



Mooring  717

	Instruments
	Type
	S/N
	Elevation (cmab)
	Notes

	Current Probe
	Oceanprobe
	B245
	120
	

	Hydra Electronics
	------------------
	G343
	------------
	

	Optics Ch 1
	OBS  
	2184
	196
	

	Optics Ch 2
	TRANS
	290
	202
	

	Paros Pressure
	Freq.
	69506
	191.5
	

	
	Horizontal distance from Paros to ADV/PCADP Probe
	Unknown(cm)

	Microcat
	37-SI
	2947
	250
	

	Sync Cable
	No
	n/a
	n/a
	


Deployed: 24-sep-2003 14:38:00 GMT
Recovered: 07-apr-2004 17:00:00 GMT
Site location: 42.3780N, 070.7849W
Site declination: 15.8167W
Site depth: 31.8 m
HYDRA

Time between bursts (Burst Interval) – 3600 sec
Samples per burst – 4500
Sample rate – 5 Hz
Sample volume offset – 18 cm

Clock Set 
Sample Start 
Wall 

Hydra

Error
	5/13/2004 17:23
	5/18/2004 12:58
	9/22/2004 19:05
	9/22/2004 19:04
	(1:08)

	
	
	
	
	


Trans path length ______ cm

Trans Cals

	TRANS
	PRE AIR
	PRE BLOCKED
	POST AIR
	POST BLOCKED
	M
	B

	290
	4.644
	0.003
	4.634
	0.003
	20.043
	-0.060


OBS gain – ______ volts per mg/l  (1.0, 0.3 or 0.08 for mud, silt and sand)
OBS Cals – none
CTD cals – none, data recorded in real units.

Comments:

Tripod tipped during burst 1780.

Checked By:  Marinna Martini
