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Water-Data Report 2006
06192500 YELLOWSTONE RIVER NEAR LIVINGSTON, MT

Upper Yellowstone Basin

LOCATION.--Lat 45°35'50”, long 110°33'55"” referenced to North American Datum of 1927, in NE ¥4 NW %4 NW %4 sec.12, .3 S., R.9 E., Park County, MT,
Hydrologic Unit 10070002, on right bank 50 ft downstream from bridge on Montana Secondary Highway 540, 2 mi downstream from Suce Creek, 4 mi
south of Livingston, and at river mile 501.4.

DRAINAGE AREA .--3,551 mi2.
SURFACE-WATER RECORDS

PERIOD OF RECORD.--May 1897 to December 1905, August 1928 to September 1932, October 1937 to current year. Monthly discharge only for some
periods, published in Water Supply Paper (WSP) 1309.

REVISED RECORDS.-- WSP 1309: 1899. WSP 1509: 1902. WSP 1629: Drainage area.

GAGE .--Water-stage recorder. Elevation of gage is 4,542.49 ft, referenced to the National Geodetic Vertical Datum of 1929. May 2, 1897, to Dec. 31,
1905, nonrecording gage on highway bridge at different elevation. Aug. 23, 1928, to Sept. 30, 1932, and Mar. 14, 1938, to Feb. 3, 1951, nonrecording
gage on highway bridge at present elevation.

REMARKS. .--Records are good except those for estimated daily discharges, which are fair. Diversions for irrigation of about 24,200 acres of which about
2,000 acres occurs downstream from the station. U.S. Geological Survey satellite telemeter is located at the station. Several observations of water
temperature and specific conductance were made during the year.
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DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2005 TO SEPTEMBER 2006
DAILY MEAN VALUES

[e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep

1 1,700 1,610  el,450 1,370 1,350 1,390 1,280 5,570 10,300 7,200 3,050 1,750

2 1,730 1,640  e1,400 1,360 1,350 1,300 1,320 5,840 11,000 7,050 3,030 1,730

3 1,850 1,710  el,450 1,380 1,340 1,240 1,300 5,400 12,600 6,870 2,970 1,710

4 1,920 1,770 1,460 1,370 1,340 1,250 1,340 5,170 14,300 6,780 2,880 1,680

5 1,900 1,730 e1,300 1,350 1,350 1,260 1,440 5,240 16,300 6,520 2,840 1,660

6 1,840 1,670 1,200 1,280 1,320 1,250 1,670 5,810 16,500 6,740 2,810 1,640

17 1,850 1,760  el1,100 1,290 1,320 1,260 1,750 6,660 16,100 6,510 2,710 1,630

8 1,870 1,890  €1,000 1,340 1,300 1,290 1,760 6,730 17,200 6,250 2,670 1,620

9 1,920 1,830 1,150 1,340 1,280 1,270 1,770 6,440 18,500 5,900 2,620 1,610

10 1,900 1,680 el,350 el,300 el,200 1,240 1,860 5,520 17,600 5,680 2,560 1,600

1" 1,830 1,770 1,300  e1,300  el,100 1,130 1,870 5,010 16,600 5,570 2,480 1,540

12 1,820 1,820  el1,250 1,350 1,150 1,130 1,810 5,310 14,900 5,370 2,440 1,510

13 1,820 1,770 e1,200 1,280  e1,200 1,180 1,870 6,510 14,800 5,350 2,410 1,480

14 1,810 1,670  e1,200 1,340  el,250 1,180 2,330 8,410 14,500 5,210 2,360 1,470

15 1,810 1,650 1,230 1,350  e1,200 1,210 2,520 10,100 13,500 4,960 2,300 1,490

16 1,800 1,490 1,240 1,350  el,100 1,220 2,660 11,800 12,200 4,300 2,300 1,560

17 1,770 1,670 1,260 1,250 €950 1,210 3,040 14,000 11,300 4,630 2,290 1,590

18 1,760 1,660  el,150 1,320 1,000 1,230 3,020 16,200 10,800 4,470 2,230 1,550

19 1,740 1,620  el1,100 1,340 1,100 1,250 2,600 18,700 10,400 4,320 2,170 1,500

20 1,720 1,640  el,250 1,320 e1,200 1,230 2,430 18,900 10,200 4,160 2,140 1,500

21 1,710 1,570 1,350 1,340 1,260 1,210 2,380 20,400 9,770 4,010 2,110 1,500

22 1,690 1,570 1,570 1,330 1,280 1,220 2,650 20,400 9,320 3,880 2,060 1,620

23 1,660 1,560 1,590  el,250 1,250 1,230 3,310 18,900 8,990 3,780 2,010 1,660

24 1,640 1,540 1,520  el1,300 1,200 1,230 3,560 17,700 8,680 3,770 1,950 1,560

25 1,640 1,520 1,500 1,300  e1,200 1,240 3,180 17,200 8,420 3,720 1,930 1,530

26 1,630 1,570 1,500 1,310  e1,300 1,280 3,000 17,900 8,180 3,610 1,910 1,540

27 1,620 1,600 1,430 1,310 e1,400 1,260 3,130 17,400 7,930 3,510 1,890 1,530

28 1,650 1,530 1,390 1,350 1,410 1,240 3,400 16,100 7,810 3,380 1,900 1,490

29 1,720 1,460 1,410 1,340 1,260 3,670 13,600 7,530 3,260 1,850 1,490

30 1,710 1,520 1,370 1,320 --- 1,340 4,730 11,700 7,370 3,160 1,810 1,470

31 1,650 - 1,340 1,350 1,320 --- 10,700 --- 3,090 1,770
Total 54,680 49,490 41,010 41,080 34,700 38,550 72,650 355,320 363,600 153,510 72,450 47,210
Mean 1,764 1,650 1,323 1,325 1,239 1,244 2,422 11,460 12,120 4,952 2,337 1,574
Max 1,920 1,890 1,590 1,380 1,410 1,390 4,730 20,400 18,500 7,200 3,050 1,750
Min 1,620 1,460 1,000 1,250 950 1,130 1,280 5,010 7,370 3,090 1,770 1,470

Ac-ft 108,500 98,160 81,340 81,480 68,830 76,460 144,100 704,800 721,200 304,500 143,700 93,640

STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1897 - 2006, BY WATER YEAR (WY) *

Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 2,010 1,678 1,383 1,221 1,214 1,294 1,974 7,051 13,280 7,593 3,593 2,389
Max 3,115 2,599 1,984 1,757 1,800 1,901 3,852 13,070 27,140 14,990 6,000 3,806
(WY) (1973)  (1984) (1984)  (1984) (1898)  (1898)  (1990)  (1897)  (1997)  (1975)  (1899)  (1968)
Min 1,131 1,099 930 727 763 899 1,174 2,751 4,999 2,748 1,713 1,281

(Wy) (1989)  (1932)  (2002)  (1989)  (1989)  (1964)  (1961)  (1905)  (1987)  (1931)  (1988)  (2001)

* During periods of operation (May 1897 to December 1905, August 1928 to September 1932, October 1937 to current year).
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SUMMARY STATISTICS
Calendar Year 2005 Water Year 2006 Water Years 1897 — 2006*

Annual total 1,144,910 1,324,250

Annual mean 3,137 3,628 3,721

Highest annual mean 6,119 1997
Lowest annual mean 2,395 2001
Highest daily mean 16,200 May 21 20,400 May 21 36,000 Jun 6, 1997
Lowest daily mean 1,000 Jan 15 950 Feb 17 540 Feb 4, 1989
Annual seven-day minimum 1,070 Feb 6 1,110 Feb 13 571 Feb 1, 1989
Maximum peak flow 22,600 May 21 38,000 Jun 6, 1997
Maximum peak stage 8.80 May 21 10.72  Jun 6, 1997
Annual runoff (ac-ft) 2,271,000 2,627,000 2,696,000

10 percent exceeds 8,740 10,100 9,740

50 percent exceeds 1,770 1,690 1,880

90 percent exceeds 1,100 1,240 1,130

* During periods of operation (May 1897 to December 1905, August 1928 to September 1932, October 1937 to current year).
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