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Poplar Oil Field Brine Delineation
Well Diagrams and Geophysical Logs 2004-2005
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MOC-11

28N51E09ADAD01

481145.9 1050743.9
NAD27

2048.7

115

TOC

Ground Elevation: 2048.7

2" sch. 40 PVC casing

Pea Gravel, washed

Bentonite chips

0.010" screen
2" PVC (79-109)

Silica sand pack

WL (73.60)

Natural cuttings

Topsoil, Silty sand

CL, Clay, silty, pebbles, grayish olive

GC, Clayey gravel, silty, pebbles, olive gray

CL, Clay, olive gray, less gravel

GC, Clayey gravel, silty, pebbles, olive gray

CL, Clay, some gravel, occ. coal or charcoal fragments,
grayish olive

GW, Gravel, coarse and well sorted, some clayey fines enc. at
85,  red and purple in color, well rounded, Wiota Gravels

GP, Gravel, medium-large, well rounded, poorly sorted, Wiota
Gravels

GW, Gravel, variable size, red and purple in color, well
rounded, better sorting with depth, Wiota Gravels

Gravel, variable size, red and purple in color, well rounded,
Wiota Gravels

Shale, Clay, blue-gray in color, total depth 115', Bearpaw
Shale

110Murphy Oil
Observation 07/17/01

Notes:  Lithology and well construction data collected by HydroSolutions,Inc, WL measured on 08/14/04

08/14/04


