












Missouri Department of Transportation
Bridge Inspection Report

DISTRICT : NW           COUNTY : GRUNDY         A0906

Safe & Sound = N

GENERAL STRUCTURE INFORMATION

STRUCTURE  NUMBER :

DISTRICT :

COUNTY :

STRUCTURE  LENGTH : 870  FEET

STRUCTURE  STATUS : A-OPEN

FACILITY CARRIED :

DIRECTION OF TRAFFIC :

FEATURE INTERSECTED :

STRUCTURE CLASS :

2-WAY TRAF

THOMPSON RVR

STATBR

OWNED BY :  MODOT MAINTAINED BY :  MODOT

FUNCTIONAL CLASSIFICATION :

LANES ON STRUCTURE 

LANES UNDER STRUCTURE :

BEGINNING COMPASS DIRECTION :

ENDING COMPASS DIRECTION :

 2

 0

WEST

EAST

PLACE  CODE :

INSPECTORS :

INSPECTION DATE :

INSPECTION FREQUENCY :

4/1/2014

 24

FRANK BAKER, LARRY FRITZ

NO POSTING REQUIRED

NO POSTING REQUIRED

POSTING INFORMATION

APPROVED POSTING CATEGORY :   S-1

FIELD POSTING CATEGORY :   S-1

LIMITS :  

LIMITS :  

ADVANCE SIGNING

POSTING PROBLEM :   DIRECTION :  

COMMENTS : 

 659

SIGN TYPE :

PROBLEM :

DIRECTION :

A0906

GRUNDY

MO 6 E

PRINCIPAL ARTERIAL

73834          TRENTON

 1962

 2005

YEAR BUILT :

RECONSTRUCTION YEAR 

DEFICIENT CODE :

7A23SUB AREA :CURB TO CURB :
40 4 9.69901 (DMS)

93 38 17.45267 (DMS)

LATITUDE :

LONGITUDE :

28 Ft. 0 In.

MAINTENANCE  DISTRICT :  NW MAINTENANCE  COUNTY :  GRUNDY

SCOUR EVALUATION TYPE :

NW

FACILITY CARRIED INFORMATION

(ITEM 29) AVERAGE DAILY TRAFFIC :  4636 (ITEM 30) YEAR OF AVERAGE DAILY TRAFFIC :   2015 PERMITTED VERTICAL CLEARANCE :     Date Measured:
(ITEM 53) VERTICAL CLEARANCE OVER DECK :   DATE :  

OTHER INSPECTION INFORMATION

NBI : 

CATEGORY :

METHODS :

INSPECTORS :

PIN : 

FREQUENCY : 

DATE : 

COMMENTS :

SPECIAL INFORMATION

NBI : 

CATEGORY :

METHODS :

INSPECTORS :

NO

NO

CHANNEL SECTIONS

PIN : 

FREQUENCY : 

SCOTT STEP

WEIGHTED T

DATE : 07/17/2014

 72

COMMENTS :

UNDERWATER INFORMATION

NBI : 

CATEGORY :

METHODS :

NO

NO

DRY

PIN : 

FREQUENCY : 

VISUAL

DATE : 03/05/2014

INSPECTORS : CURT STEGE

 60

COMMENTS : WATER LEVEL WAS VERY LOW IN MAR 2014

INDEPTH INFORMATION

NBI : 

PIN : 

CATEGORY :

METHODS :

INSPECTORS :

NO

NO

PG-NON INTERSTATE

SNOOPER

FRANK BAKE, LARRY FRIT

FREQUENCY :  24

DATE : 04/01/2014

INSPECTION TIME 2 HRS - SIGHT DISTANCE > 1000'

PROGRAM NOTES

PROGRAM YEAR : PROJECT NO. : LETTING MONTH LETTING YEAR :

COMMENTS : 

PROGRAM ITEMS :

GENERAL COMMENTS :  (70'-85'-68') CONT WF - (17'-120'-150'-120'-17') CONT COMP WLD PL GDR - (68'-85'-70') CONT COMP WF GDR SPANS
(ITEM 60) SUBSTRUCTURE RATING :  6-SATISFACTORY CONDITION(ITEM 58) DECK RATING :  7-GOOD CONDITION (ITEM 59) SUPERSTRUCTURE RATING :  7-GOOD CONDITIONRATINGS : 01/07/2008 05/18/2001 05/18/2001

COMMENTS : COMMENTS :COMMENTS :

SUMMARY COMPONENTS

APPROACH SERIES  1 CONTINUOUS SPAN STEEL WIDE FLANGE GIRDERS NUMBER OF SPANS :  3

MAIN SERIES  2 CONTINUOUS SPAN STEEL PLATE GIRDERS NUMBER OF SPANS :  3

APPROACH SERIES  3 CONTINUOUS SPAN STEEL WIDE FLANGE GIRDERS NUMBER OF SPANS :  3

TOTAL NUMBER OF SPANS :   9

 RAILING RATINGS : 

COMMENT S :(ITEM 36A) BRIDGE RAILING : MEETS CURRENT STANDARDS-1

(ITEM 36B) TRANSITION RAILING : COMMENT S :MEETS CURRENT STANDARDS-1

(ITEM 36C) APPROACH RAILING : COMMENT S :MEETS CURRENT STANDARDS-1

(ITEM 36D) RAIL END TREATMENT : COMMENT S :MEETS CURRENT STANDARDS-1

(ITEM 36A) BRIDGE RAILING : 

COMPONENT : BRIDGE RAILING REINFORCED CONCRETE SAFETY BARRIER CURB DIRECTION :  BOTH       
(ITEM 36B) TRANSITION RAILING : 

COMPONENT : TRANSITION RAILING GALVANIZED STEEL THRIE BEAM TO W-BEAM DIRECTION :  ALL       
(ITEM 36C) APPROACH RAILING : 

COMPONENT : APPROACH RAILING GALVANIZED STEEL W-BEAM DIRECTION :  ALL       
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(ITEM 36D) RAIL END TREATMENT : 

COMPONENT : RAIL END TREATMENT GALVANIZED STEEL BREKAWAY SYSTEM MANUFACTURE :  ET-2000       DIRECTION :  ALL       

APPROACH PAVEMENT : 

COMPONENT : APPROACH PAVEMENT REINFORCED CONCRETE TIED SLAB DIRECTION :  BOTH       

DECK / RAILING ELEMENTS

(ITEM 58) OVERALL CONDITION RATING : 7-GOOD CONDITION

DECK COMPONENTS

 1APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 2APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 3APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 4MAIN SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 5MAIN SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 6MAIN SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
MANYRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 7APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
FEWRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 8APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
FEWRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

 9APPROACH SPANS

CAST-IN-PLACEREINFORCED CONCRETEDECKCOMPONENT :
MINORRANDOMEFFLORESCENCECONDITION :
FEWRANDOMTRANSVERSE CRACKSCONDITION :
RANDOMDRIVING SURFACEMAP CRACKSCONDITION :

DRAINAGE COMPONENTS

 0DRAINAGE

FLOOR DRAINGALVANIZED STEELDRAINAGECOMPONENT :
VERTICAL DRAIN-END BENTGEOTEXTILE FABRICDRAINAGECOMPONENT :

EXPANSION DEVICES
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 4PIER

FINGER PLATESTEELOPEN EXPANSION JOINTCOMPONENT :
 7PIER

FINGER PLATESTEELOPEN EXPANSION JOINTCOMPONENT :

PROTECTIVE COMPONENTS

 1APPROACH SERIES

COATED REBAREPOXY POLYMERDECK PROTECTIONCOMPONENT :
NONENOTAPPLICABLEMEMBRANECOMPONENT :
MONOLITHICPLAIN CONCRETEWEARING SURFACECOMPONENT :
INTERNALLY SEALEDLIQUID SEALANTSECONDARY DECK PROTECTIONCOMPONENT : MANUFACTURE : STAR MACRO       YEAR APPLIED : 2010

 2MAIN SERIES

COATED REBAREPOXY POLYMERDECK PROTECTIONCOMPONENT :
NONENOTAPPLICABLEMEMBRANECOMPONENT :
MONOLITHICPLAIN CONCRETEWEARING SURFACECOMPONENT :
INTERNALLY SEALEDLIQUID SEALANTSECONDARY DECK PROTECTIONCOMPONENT : MANUFACTURE : STAR MACRO       YEAR APPLIED : 2010

 3APPROACH SERIES

COATED REBAREPOXY POLYMERDECK PROTECTIONCOMPONENT :
NONENOTAPPLICABLEMEMBRANECOMPONENT :
MONOLITHICPLAIN CONCRETEWEARING SURFACECOMPONENT :
INTERNALLY SEALEDLIQUID SEALANTSECONDARY DECK PROTECTIONCOMPONENT : MANUFACTURE : STAR MACRO       YEAR APPLIED : 2010

RAILING COMPONENTS

 0BRIDGE RAILING

SAFETY BARRIER CURBREINFORCED CONCRETEBRIDGE RAILINGCOMPONENT :
W-BEAMGALVANIZED STEELAPPROACH RAILINGCOMPONENT :
BREKAWAY SYSTEMGALVANIZED STEELRAIL END TREATMENTCOMPONENT :
THRIE BEAM TO W-BEAMGALVANIZED STEELTRANSITION RAILINGCOMPONENT :

SUPERSTRUCTURE ELEMENTS

(ITEM 59) OVERALL CONDITION RATING : 7-GOOD CONDITION

APPROACH SERIES  1 CONTINUOUS SPAN STEEL WIDE FLANGE GIRDERS  3NUMBER OF SPANS :

  APPROACH ROADWAY WIDTH :   30 FOOT   6 INCH              CURB TO CURB :   30 FOOT   6 INCH              OUT TO OUT :   33 FOOT   2 INCH

APPROACH SPANS   1 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   70 FOOT   0 INCH WEATHERING IND :   

APPROACH SPANS   2 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   85 FOOT   0 INCH WEATHERING IND :   

APPROACH SPANS   3 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   85 FOOT   0 INCH WEATHERING IND :   

MAIN SERIES  2 CONTINUOUS SPAN STEEL PLATE GIRDERS  3NUMBER OF SPANS :

  CURB TO CURB :   30 FOOT   6 INCH              APPROACH ROADWAY WIDTH :   30 FOOT   6 INCH              OUT TO OUT :   33 FOOT   2 INCH

MAIN SPANS   4 CONTINUOUS SPAN COMPOSITE STEEL PLATE GIRDERS   LENGTH :   120 FOOT   0 INCH WEATHERING IND :   

OTHER NOT APPLICABLE RANDOMCONDITION :

COMMENTS : LIVE  LOAD  DEFLECTOR  IN  SPAN  #4  &  #5

MAIN SPANS   5 CONTINUOUS SPAN COMPOSITE STEEL PLATE GIRDERS   LENGTH :   150 FOOT   0 INCH WEATHERING IND :   

COMMENTS : PAINT PEELING ON SOUTH GIRDER.  7" CRACK AT HOANLIKE GDR 2 SOUTH SIDE GUSSET SPAN 7

OTHER NOT APPLICABLE RANDOMCONDITION :

COMMENTS : LIVE LOAD DEFLECTOR  IN  SPAN  #4  &  #5

OTHER NOT APPLICABLE THROUGHOUTCONDITION :

COMMENTS : HOAN  LIKE  DETAIL W/INTERSECTING  WELDS

OTHER NOT APPLICABLE STIFFENERSCONDITION :

COMMENTS : REPRD 2 CRKS IN LONG STIFF @ BT 5 S. GDR 7/96

MAIN SPANS   6 CONTINUOUS SPAN COMPOSITE STEEL PLATE GIRDERS   LENGTH :   120 FOOT   0 INCH WEATHERING IND :   

APPROACH SERIES  3 CONTINUOUS SPAN STEEL WIDE FLANGE GIRDERS  3NUMBER OF SPANS :

  CURB TO CURB :   28 FOOT   0 INCH              OUT TO OUT :   33 FOOT   2 INCH              APPROACH ROADWAY WIDTH :   30 FOOT   6 INCH

APPROACH SPANS   7 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   85 FOOT   0 INCH WEATHERING IND :   

RUSTING HOLES DIAPHRAGMSCONDITION :

COMMENTS : AT CANT AREA 1" X 1" HOLE.

APPROACH SPANS   8 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   85 FOOT   0 INCH WEATHERING IND :   

APPROACH SPANS   9 CONTINUOUS SPAN COMPOSITE STEEL WIDE FLANGE GIRDERS   LENGTH :   70 FOOT   0 INCH WEATHERING IND :   

TOTAL NUMBER OF SPANS  9

March 25, 2015 12:51:40PMPage 3

This report contains information that is protected from disclosure by federal law, 23 USC Section 409 and the Missouri Open Records Law (Sunshine Act), Section 610.021 RSMo.  Please review MoDOT's policy and procedure manual on the Sunshine Act before releasing any of the information contained herein.

Design_No = A0906 



Missouri Department of Transportation
Bridge Inspection Report

DISTRICT : NW           COUNTY : GRUNDY         A0906

Safe & Sound = N

SUBSTRUCTURE ELEMENTS

(ITEM 60) OVERALL CONDITION RATING : 6-SATISFACTORY CONDITION

ABUTMENT  1 REINFORCED CONCRETE INTEGRALLABEL :

  LENGTH :   33 FOOT   2 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

PILING STEEL H-SHAPE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

TURNED BACK WINGS REINFORCED CONCRETE CAST-IN-PLACE

BENT  2 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   29 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

BENT  3 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   29 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

PIER  4 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   30 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE

WEB BEAM REINFORCED CONCRETE CAST-IN-PLACE

OPEN EXPANSION JOINT STEEL FINGER PLATE OVERALL CONDITION:   

  EXPANSION GAP :   5 INCH   34 FARENHEIT

EXPANSION BEARING STEEL ROCKER OVERALL CONDITION:   

CANTILEVER BEARING STEEL ROCKER

PIER  5 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   30 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE

WEB BEAM REINFORCED CONCRETE CAST-IN-PLACE

EXPANSION BEARING STEEL ROCKER OVERALL CONDITION:   

PIER  6 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

COMMENTS : PROFILE GRADE ELEV. @ BT 6 = 756.5  (FLAT)

  LENGTH :   30 FOOT   0 INCH

CONDITION : SMALL AMOUNT     DRIFT     WATERLINE

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

PIER 6 SCOUR AT SOUTH COLUMNCOMMENTS :

FOOTING REINFORCED CONCRETE H-PILE

SMALL AMOUNT  OF  DRIFT  ON  NORTH  END  OF  BENT  #6  (PICT.  #14)

BOF ELEV. = 706.0

COMMENTS :

WEB BEAM REINFORCED CONCRETE CAST-IN-PLACE

FIXED BEARING STEEL PEDESTAL(ROTATING) OVERALL CONDITION:   

PIER  7 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

COMMENTS : PROFILE GRADE ELEV. @ BT 7 = 756.5  (FLAT)

  LENGTH :   30 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE
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BOF ELEV. = 706.0COMMENTS :

CONDITION : FULLTOPEXPOSED

COMMENTS : EXPOSED ON SHALE ROCK KEYED-IN

WEB BEAM REINFORCED CONCRETE CAST-IN-PLACE

OPEN EXPANSION JOINT STEEL FINGER PLATE OVERALL CONDITION:   

  EXPANSION GAP :   5 INCH   34 FARENHEIT

EXPANSION BEARING STEEL ROCKER OVERALL CONDITION:   

CONDITION : MINORTHROUGHOUTTIPPED

COMMENTS : UNDER  GIRDER #3,  IS  TIPPED  EAST  SLIGHTLY

CANTILEVER BEARING STEEL ROCKER

BENT  8 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   29 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

CONDITION : MANYRANDOMHORIZONTAL CRACKS

COMMENTS : CRKED EVER 1' APART (MINOR)

FOOTING REINFORCED CONCRETE H-PILE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

BENT  9 REINFORCED CONCRETE MULTIPLE COLUMNLABEL :

  LENGTH :   29 FOOT   0 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

COLUMN REINFORCED CONCRETE CAST-IN-PLACE

FOOTING REINFORCED CONCRETE H-PILE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

ABUTMENT  10 REINFORCED CONCRETE INTEGRALLABEL :

  LENGTH :   33 FOOT   2 INCH

BEAM CAP REINFORCED CONCRETE CAST-IN-PLACE

NEW  REPAIR  ON  CAP  UNDER  GIRDER #3COMMENTS :

CONDITION : FEWAT BEARINGVERTICAL CRACKS

PILING STEEL H-SHAPE

FIXED BEARING STEEL FLAT PLATE OVERALL CONDITION:   

TURNED BACK WINGS REINFORCED CONCRETE CAST-IN-PLACE

MISCELLANEOUS ITEMS

CHANNEL PROTECTION (ITEM 61) CHANNEL CONDITION RATING :   5-MAJOR DAMAGE

COMMENTS : CHANNEL MOVING E.

SCOUR CONDITION (ITEM 113) OVERALL SCOUR CONDITION RATING :   8-STABLE FOR CALCULATED

WATERWAY ADEQUACY (ITEM 71) WATERWAY ADEQUACY RATING :   DECK/APPRCH OVERTOP SLIGT

(ITEM 72) APPROACH ROADWAY ALIGNMENT RATING  :   8-VERYGOODAPPROACH ROADWAY

BANK PROTECTION

ROCK DEFLECTOR

ROCK BLANKET

UTILITY ATTACHMENTS

OTHER HANGER DIAMETER 4 INCH

STRUCTURE PAINT DETAILS

VERY GOODOVERALL PAINT CONDITION 

ORIGINAL PAINT

PAINT TYPE :

NAME :

PAINT COLOR :

PAINT YEAR :

MILS :

RED LEAD

ALUMINUM

 1963

 4

CONTRACT REPAINT

RUST AMOUNT : 8=.1% OF SURFACE RUSTED

PAINT TYPE :

NAME :

PAINT COLOR :

PAINT YEAR :

MILS :

ZINC/EPOXY/ACRYLIC

GRAY

 2006

 8

DEPARTMENT REPAINT

PAINT TYPE :

NAME :

PAINT COLOR :

PAINT YEAR :

MILS :

 0

 0

MANUFACTURE :

SURFACE PREPARATION :

A SYSTEM G SYSTEM

STEEL TONS :  368

CREW : LAYER : DATE :
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WORK

DATE REQUESTEDPRIORITYWORK ITEMLOCATIONRESPONSIBILITY

PROGRAM RECOMMENDATIONS
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