
U. S. DEPARTMENT OF THE INTERIOR 
U. S. GEOLOGICAL SURVEY

WATER-RESOURCES INVESTIGATIONS REPORT 97-4138
Depth from the normal water surface, Lake Clarke, 1996 - PLATE 1

Langland, M. J. And Hainly, R A.,, Changes in Bottom-Surface Elevations in Three Reservoirs on the Lower Susquehanna 
River Following the January 1996 Flood - Implications for Nutrient and Sediment Loads To the Chesapeake Bay

76° 30' 76° 27'30'

NEW YORK

40° 00"

39° 57' 30"-

L 0 W E RX/W I N D\S 0 R
Lauxmonk Farms '

*  s

624 asmngton Boro

LOCATION OF 
MAPPED AREA

DEPTH TO BOTTOM, IN FEET, AT 
NORMAL POOL ELEVATION. 
Contour interval, in feet, is variable

Calvary ,.\ 
  'vCh ^/

2,000 3,000 4,000 5,000 6,000 7.000 FEET

1 KILOMETER

m\ Magaretta Furnace .~~\

StPaul * vvr

Chancefor^ 
Tabernacle^

Base from U. S. Geological Survey 
Columbia West. Pa, 1964; 
Columbia East, Pa, 1956; 
Red Lion, Pa, 1953; 
Safe Harbor, Pa, 1955; 
1:24,000

DEPTH FROM THE NORMAL WATER SURFACE (227.2 FEET - NATIONAL GEODETIC VERTICAL DATUM OF 1929)
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